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LIGHTING SYSTEMS




// LIGHTING SYSTEMS

FOR INDUSTRIAL WORKPLACES




SHORT PORTRAIT

/1 LIGHT IS AN ESSENTIAL PART OF OUR LIVES

// WHO WE ARE

",

We love to face new challenges with commitment and dedication.

Together with our customers and suppliers we want to move successfully
towards the future. We understand that the status quo may have to change
to meet the needs and requirements of our business partners.

FKB GmbH stands for all this with our brands

RSB FASTENING TECHNOLOGY and TECHMALUX LIGHTING TECHNOLOGY.
At our sites in Oberndorf am Neckar/Germany and

Taicang, Jiangsu Province/China

For more than a quarter of a century FKB GMBH has been developing and

producing machine and workplace lamps under the brand name TECHMALUX.
The TECHMALUX range of lamps covers a wide spectrum of technical lighting.

In addition to in-house developments, we globally act as a reliable partner
to our customers offering them advice and assistance in order to jointly find
solutions.

With innovative products and our modern production we have become in
less than 40 years a renowned manufacturer of fastening and lighting
technology. Thanks to decades of experience we know the demands and
quality requirements of our customers on us and our products.

// OUR STRENGTHS

What distinguishes us - an overview:

-Over 25 years of experience in the field of technical lighting
for the engineering sector

-In-house tool shop

-In-house development department

-In-house production

-Special designs according to customers’ requirements
-Personal advice

-Worldwide sales

-High quality standards
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AULED

What distinguishes our AULED product series?

High quality, a straightforward, appealing design, functionality and an
enormous range of available model variants, thus offering an
unbeatably wide variety of applications.

The AuLED type of lamp is a true ,allrounder”, its housing made of
aluminium or stainless steel, cooled, as built-in or surface lamp,
M8 or M12 connector, pure white light or the combination

of all colours ...

please discover on the next pages the great diversity of our
AULED product range.

As diverse as the models available are the potential fields

of applications of our AULED lamps: no matter whether it is in the
food industry, classical mechanical engineering, textile industry
or in workshops - our AuLED lamps reliably ensure

optimal lighting conditions.
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AuLED 10/501001 >

/1 TECHNICAL DATA

29 N\

ITEM.NO.: 592-501-001

Operating voltage
Rated output
Ambient temp.

24V DC
10w

-5°C - max. 40°C

System of protection P67

Protection class SK1I

Weight 0,59 kg

Glass plate ESG

Lamp housing Aluminium, anodized

Type of lighting Built-in lamp
Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 36 Output voltage 24V DC

Current 420 mA Output power min. 14 W

Lifetime >60.000 h

Colour rendering Ra >80 II E’.ECTR’CAL CONNECTION

Energy efficiency class A ++ .
) Type of connection Flange plug M8x1, 3-pole
Luminous flux 1260 Im

] o Pin assignment Pin 1: + 24V DC; Pin 3: GND
Light efficiency 125Im /W
Light colour 5000 K
/] FEATURES

- Good heat dissipation via its robust aluminium body
- Low installation height

- Protection against temporary submersion o
- ESG glass c us

- M8 plug connector LisTED
Intertek

e



// SHORT OVERVIEW

LUMINOUS/ DIMENSIONS/
TYPE ITEM NO. VOLTAGE POWER LUMEN COVERAGE MM PLUG

AuLED 10 592-501-001 24V DC 1260 ESG, satined 400x49x12 \VEREIETE]

// TECHNICAL DRAWING

1/ STANDARDS
/1 ACCESSORIES (optional)

EN 55015:2016-04
Power supply SELV (IP67)
EN 60598-1:2015-10
Item No. 213-820-219

N EN 62031:2015-09
Input: 110-240V | 50-60 Hz
\ > UL 2108

Output: 24V DC | max. 25 W

Connection cable M8
| Item No. 214-100-001

(l‘ System of protection IP67 | Length=2m




AuLED 20/502001 s

/1 TECHNICAL DATA

ITEM NO.: 592-502-001

24V DC

24 W

-5°C - max. 40°C
System of protection P67

Operating voltage
Rated output
Ambient temp.

Protection class SK Il
Weight 1,7 kg
Glass plate ESG

Lamp housing Aluminium, anodized

Type of lighting Surface lamp

Scope of application Industrial sector

// LIGHT SOURCES
Number of LEDs 63

Current 918 mA
Lifetime >60.000 h
Colour rendering Ra>80
Energy efficiency class A ++
Luminous flux 3380 Im
Light efficiency 153Im/W
Light colour 5000 K
/] FEATURES

/1 BALLAST (external)
Output voltage 24V DC
Output power min. 28 W

/1 ELECTRICAL CONNECTION

Type of connection Flange plug M8x1, 3-pole

Pin assignment Pin 1: + 24V DC; Pin 3: GND

- Low installation height - for space-saving installation

- Robust & efficient - that's how a surface lamp should be

- RGBW variant available!
- Very good light output
- Other versions available

€Ib.

LisTED

Intertek

e



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUITJII\N’ISI:IJSI COVERAGE DIMENSIONSI PLUG

// VARIATIONS
LUMINOUS/ DIMENSIONS/

ITEM NO. VOLTAGE POWER LUMEN COVERAGE PLUG

AULED 20 | 592-502-002 24V DC 3380 ESG, clear 540x90x22 B DEEC
mounted

AuLED 20 592 502-005 24V DC 24 W 3380 ESG, satmed 540x90x22 M12, \ateral

AuLED 20 2520 (W . M12, back-
RGBW 592-502-024 24V DC 336 W 360 (RGB) ESG, satined 540x90x22

AuLED 20 592-502-019 ESG, clear 513x138x25

':\:5/531%2 592-502-022 24V DC 13W |47 W 420 | 5880 ESG, satined 540x90x22 M12, lateral

Other variations available! For further information, please contact us.
// TECHNICAL DRAWING

8 3 ] <)
/ 2 K- - £
/] STANDARDS

// ACCESSORIES (optional)

Power supply SELV (IP66) Connection cable M8
EN 60598-1:2015-10
ITEM NO. 213-820-212 ITEM NO. 214-100-001
‘ EN 62031:2015-09

‘ Input: 220-240V | 0-60 Hz l System of protection: IP 67
UL 2108
S Length=2m

Output: 24V DC | max. 40 W

EN 55015:2016-04

Power supply SELV (IP66)
ITEM NO. 213-820-214

\ Input: 220-240V | 0-60 Hz
LS

Output: 24V DC | max. 60 W




AuLED 20/502200

/1 TECHNICAL DATA

ITEM NO.: 592-502-200

Operating voltage 230V AC | 50 Hz
33w
-5°C - max. 40°C

System of protection P67

Rated output
Ambient temp.

Protection class SK 1
Weight 1,7 kg
Glass plate ESG

Lamp housing Aluminium, anodized

Type of lighting Surface lamp

Scope of application Industrial sector

// LIGHT SOURCES
Number of LEDs 60

Power factor 0,99
Lifetime >60.000 h
Colour rendering Ra>80
Luminous flux 3300 Im
Light efficiency 100 Im /W
Light colour 5000 K
/! FEATURES

- Connection directly to 230 V

// ELECTRICAL CONNECTION

Type of connection Flange plug M12x1,
4-pole (S-coded)

Pin assignment Pin1:L; Pin3:N;Pin4: PE

- Various designs available - in-built or surface

- No additional ballast required
- Flat and robust aluminium housing
- ESG glass

e



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUITJII\N’ISI:IJSI COVERAGE DIMENSIONSI PLUG
// VARIATIONS
LUMINOUS/ DIMENSIONS/
TYPE ITEM NO. VOLTAGE POWER LUMEN COVERAGE PLUG
D N T T
// TECHNICAL DRAWING

= | |

i - 5 3 T T
P 8 8 T
// STANDARDS

EN 55015:2016-04
EN 60598-1:2015-10
EN 62031:2015-09
EN 61000-4-4:2013-4

// ACCESSORIES (optional) EN 61000-3-2:2015-3
EN 61000-4-5:2015-03
Cable box
EN 61000-3-3:2014-03

M12x1 | 4-pole | S-coded

ITEM NO.: 213-080-046 EN 61000-4-2: 2009-12

\|8
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AuLED 22/502021 2.

24\
// TECHNICAL DATA
ITEM NO.: 592-502-021
Operating voltage 24V DC
Rated output 48 W
Ambient temp. -5°C - max. 60°C
System of protection P67 |
Protection class SKI ;
Weight 3,8kg '
Glass plate ESG
Lamp housing Aluminium, anodized

Type of lighting Surface lamp
Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 126 Output voltage 24V DC

Current 1,84 A Output power min. 52 W

Lifetime >60.000 h

Colour rendering Ra >80 II E’.ECTR’CAL CONNECTION

Energy efficiency class A ++ i
Type of connection Flange plug M8x1, 3-pole
Luminous flux 6760 Im

] o Pin assignment Pin 1: + 24V DC; Pin 3: GND

Light efficiency 153Im/W

Light colour 5000 K

/! FEATURES

- Protection against temporary submersion

- Space-saving installation due to slim design

- Style & functionality perfectly combined € b

- Good light output - highest luminous flux of this lamp series c us

- Uncomplicated M8 plug connector il
Intertek

e



// SHORT OVERVIEW

LUMINOUS/ DIMENSIONS/
TYPE ITEM NO. VOLTAGE POWER LUMEN COVERAGE MM PLUG

AuULED 22 592-502-021 24V DC 6760 ESG, clear 940x90x22 \VEREIETE]

// TECHNICAL DRAWING

e z ) i ) 3 3 .
// STANDARDS

// ACCESSORIES (optional)

EN 55015:2016-04
Power supply SELV (IP66)
EN 60598-1:2015-10
ITEM NO. 213-820-214

- EN 62031:2015-09
Input: 220-240V | 0-60 Hz |
\ > UL 2108

Output: 24V DC | max. 60 W

Connection cable M8
| ITEM NO. 214-100-001

(l‘ System of protection IP 67 | Length=2m

\ 10



AuLED 30/503001 22

/1 TECHNICAL DATA

24\

ITEM NO.: 592-503-001

Operating voltage
Rated output
Ambient temp.

24V DC
9w

-5°C - max. 40°C

System of protection P67

Protection class SKI

Weight 0,408 kg

Glass plate ESG

Lamp housing Aluminium, anodized
Type of lighting Surface lamp

Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 42 Output voltage 24V DC

Current 375mA Output power min. 14 W

Lifetime >60.000 h

Colour rendering Ra >80 II E’.ECTR’CAL CONNECTION

Energy efficiency class A ++ i
) Type of connection Flange plug M8x1, 3-pole
Luminous flux 1330 Im

] o Pin assignment Pin 1: + 24V DC; Pin 3: GND

Light efficiency 147Im /W

Light colour 5000 K

/] FEATURES

- Small, compact & extremely efficient

- Slim design - low installation height

- Low maintenance and service-friendly € b

- High luminous flux - despite the small design c us

- Connection cable included o e
Intertek

e



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUITJII\N’ISI:IJSI COVERAGE DIMENSIONSI PLUG

// VARIATIONS
LUMINOUS/ DIMENSIONS/

ITEM NO. VOLTAGE POWER LUMEN COVERAGE PLUG

AULED 30 | 592-503-002 24V DC - 1330 ESG, clear 135x60x12 IS, I e
mounted
AULED 30 | 592-503-003 24V DC 1330 - 135x60x12 IS, loicc
mounted

AULED 30 592 503-007 24V AC 1330 ESG, deal 140><80><22 M8, Iateral

AUS;/EIESO 592-503-014 24V DC - 1330 ESG, clear 135x60x12 M8, lateral
M8, back-
AULED30 592-503-01 24V DC 1330 PC, satined 135x60x12
mounted

Other variations available! For further information, please contact us.

// TECHNICAL DRAWING

@
/] STANDARDS

// ACCESSORIES (optional)

EN 55015:2016-04
Power supply SELV (IP67)
EN 60598-1:2015-10
ITEM NO. 213-820-219

~ EN 62031:2015-09
Input: 110-240V | 50-60 Hz
\ > UL 2108

Output: 24V DC | max. 25 W

Connection cable M8
[TEM NO. 214-100-001

System of protection IP 67 | Length=2m

| 12



AuLED 30/503006 B -~

/1 TECHNICAL DATA

24\

ITEM NO.: 592-503-006

Operating voltage
Rated output
Ambient temp.

24V DC
9w

-5°C - max. 40°C

System of protection P67

Protection class SKI

Weight 0,408 kg

Glass plate ESG

Lamp housing Stainless steel

Type of lighting Surface lamp

Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 42 Output voltage 24V DC

Current 375mA Output power min. 14 W

Lifetime >60.000 h

Colour rendering Ra >80 II E’.ECTR’CAL CONNECTION

Energy efficiency class A ++ i
) Type of connection Flange plug M8x1, 3-pole
Luminous flux 1330 Im

] o Pin assignment Pin 1: + 24V DC; Pin 3: GND
Light efficiency 147Im /W
Light colour 5000 K
/] FEATURES

- Lamp housing made of high-quality stainless steel
- Particularly suitable for use in the food sector

- High luminous flux - the lamp is a small ,,power pack” e
- Energy efficiency class A++ c us

- Plug connector M8 - quick and easy to connect il
Intertek

Sy



// SHORT OVERVIEW

LUMINOUS/ DIMENSIONS/
TYPE ITEM NO. VOLTAGE POWER LUMEN COVERAGE MM PLUG

AuLED 30 592-503-006 24V DC 1330 ESG, clear 135x60x20 \VEREIETE]

// TECHNICAL DRAWING

©

1/ STANDARDS
/1 ACCESSORIES (optional)

EN 55015:2016-04
Power supply SELV (IP67)
EN 60598-1:2015-10
ITEM NO. 213-820-219

N EN 62031:2015-09
Input: 110-240V | 50-60 Hz
\ > UL 2108

Output: 24V DC | max. 25 W

Connection cable M8
| ITEM NO. 214-100-001

(l‘ System of protection IP 67 | Length=2m

\ 14



AulLED 30/503012

/1 TECHNICAL DATA

ITEM NO.: 592-503-012

24V DC

A

-5°C - max. 140°C
System of protection P67

Operating voltage
Rated output
Ambient temp.

Protection class SK I
Weight 0,4 kg
Glass plate ESG

Lamp housing Aluminium, anodized

Type of lighting Cooled lamp

Scope of application Industrial sector

// LIGHT SOURCES
Number of LEDs 42
Radiation angle FWHP  120°
Lifetime >60.000 h
Colour rendering Ra>80
Energy efficiency class A ++
Luminous flux 1330 Im
Light efficiency 147Im /W
Light colour 5000 K
/] FEATURES

/1 BALLAST (external)
Output voltage 24V DC
Output power min. 14 W

/1 ELECTRICAL CONNECTION

Type of connection Flange plug M8x1, 3-pole

Pin assignment Pin 1: + 24V DC; Pin 3: GND

- Cooled variant - for use in particularly harsh

environments - designed for high temperatures,

water cooling required
- Connection 3/8" for cooling system
- Brand-new, innovative, robust & efficient

e



// SHORT OVERVIEW

LUMINOUS/

ITEM NO. VOLTAGE POWER COVERAGE

LUMEN

DIMENSIONSI

PLUG

AULED 30 | 592-503-012 | 24V DC (EE ESG, clear 135x60x42 M, back-
mounted

// TECHNICAL DRAWING

A Be

// ACCESSORIES (optional)

Power supply SELV (IP67)
ITEM NO. 213-820-219

\ Input: 110-240 V| 50-60 Hz
LS

Output: 24V DC | max. 25 W

Connection cable M8
| ITEM NO. 214-100-001

/“ System of protection IP 67 | LENGTH=2m

/] STANDARDS

EN 55015:2016-04
EN 60598-1:2015-10
EN 62031:2015-09

\ 16



AuLED 30/503010 e -~

/1 TECHNICAL DATA

ITEM NO.: 592-503-010

24V DC

A

-40°C - max. 60°C
System of protection P67

Operating voltage
Rated output
Ambient temp.

Protection class SK I
Weight 0,562 kg
Glass plate ESG

Lamp housing Aluminium, anodized

Type of lighting Built-in lamp

Scope of application Industrial sector

lT ij ﬁ:I
& N

// LIGHT SOURCES
Number of LEDs 42

Current 375mA
Lifetime >60.000 h
Colour rendering Ra>80
Energy efficiency class A ++
Luminous flux 1330 Im
Light efficiency 147Im /W
Light colour 5000 K
/] FEATURES

/1 BALLAST (external)
Output voltage 24V DC
Output power min. 14 W

/1 ELECTRICAL CONNECTION

Type of connection Flange plug M12x1, 4-pole, A-coded

Pin assignment Pin 1: + 24V DC; Pin 3: GND

- IP 67 - protection against temporary submersion

- Space-saving installation due to slim design
- Low maintenance and service-friendly - all parts replaceable

- Resistant aluminium housing & ESG glass
- Flush with the installation surface

€Ib.

LisTED

Intertek

e



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUITJII\N’I(E)I:IJSI COVERAGE

DIMENSIONS/

M

PLUG

M
AuLED 30 592-503-010 24V DC 1330 ESG, clear 181x115x25 M12, lateral

// TECHNICAL DRAWING

@

D
@

// ACCESSORIES (optional)

Power supply SELV (IP67)
ITEM NO. 213-820-219

.
Input: 110-240V | 50-60 Hz
S

Output: 24V DC | max. 25 W

Cable box

4-pole | M12x1 | A-coded

Cable passage @ 4-5mm ITEM NO. 213-080-058
Cable passage @ 8-10mm ITEM NO. 213-080-056

// STANDARDS

EN 55015:2016-04
EN 60598-1:2015-10
EN 62031:2015-09
UL 2108

\ 18
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AuLED 40/504001 B

24\
// TECHNICAL DATA
ITEM NO.: 592-504-001
Operating voltage 24V DC J
Rated output 18W
Ambient temp. -5°C - max. 40°C
System of protection P67
Protection class SK1I
Weight 1,19 kg
Glass plate ESG
Lamp housing Aluminium, anodized

Type of lighting Surface lamp
Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 84 Output voltage 24V DC

Current 0,75A Output power min. 22 W

Lifetime >60.000 h

Colour rendering Ra >80 II E’.ECTR’CAL CONNECTION

Energy efficiency class A ++ i
Type of connection Flange plug M8x1, 3-pole
Luminous flux 2660 Im

] o Pin assignment Pin 1: + 24V DC; Pin 3: GND
Light efficiency 147Im /W
Light colour 5000 K A
2
/] FEATURES

- Robust aluminium housing - good heat dissipation
- 270x70x15 - particularly slim design

- Resistant against the most common coolants & lubricants c

- M8 plug connector c us

- Connection cable included e e
Intertek

e



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUITJII\N’ISI:IJSI COVERAGE DIMENSIONSI PLUG

// VARIATIONS

TYPE ITEM NO. VOLTAGE POWER LUI[\:IJI'uS;IJS/ COVERAGE DIMENSIONSI PLUG

AULED 40 592-504-002 24V DC 2660 ESG, clear 270x70x15 MEdoads
mounted

// TECHNICAL DRAWING

¢ u g | .-
—wo 1

1/ STANDARDS
/1 ACCESSORIES (optional)

EN 55015:2016-04
Power supply SELV (IP67)
EN 60598-1:2015-10
ITEM NO. 213-820-219

~ EN 62031:2015-09
Input: 110-240V | 50-60 Hz
\ > UL 2108

Output: 24V DC | max. 25 W

Connection cable M8
| ITEM NO. 214-100-001

/“ System of protection IP 67 | Length=2m

\ | 20



AULED 40/504003 =7 <~

/1 TECHNICAL DATA

ITEM NO.: 592-504-003

Operating voltage 24V DC

Rated output (w/r) 9W | 7,7W
Ambient temp. -5°C - max. 40°C
System of protection P67

Protection class SK1I

Weight 1,25 kg

Glass plate ESG

Lamp housing Aluminium, anodized

Type of lighting Surface lamp
Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)
Number of LEDs (w/r) 42 | 24 Output voltage 24V DC
Current (w/r) 375mA | 320 mA Output power min. 20 W
Colour rendering (w)Ra >80
Dominant wavelength  r: 625 nm II E’.ECTR’CA’. CONNECTION
Luminous flux (w/r) 1330Im | 238 Im )
] Type of connection Flange plug M8x1, 3-pole
Light colour (w) 5000 K i ) . .
Pin assignment Pin 1: + 24V DC; Pin 3: GND ws
Pin 4: GND rt A
2
/] FEATURES

- Bi-colour ,Red/White" - to indicate process states
- Connection cable included

- Fits in well with the surroundings due to low installation height € b

- Excellent light output c us

- Popular M8 plug connector o e
Intertek

e



// SHORT OVERVIEW

LUMINOUS/ DIMENSIONS/
TYPE ITEM NO. VOLTAGE POWER LUMEN COVERAGE MM PLUG

AuLED 40 592-504-003 24V DC OW | 7,7 W 1330 | 238 ESG, clear 250x90x15 \VEREIETE]

// TECHNICAL DRAWING

LI |
i 211
i
_'I.
)
i 211 . {
I"|

1/ STANDARDS
/1 ACCESSORIES (optional)

EN 55015:2016-04
Power supply SELV (IP67)
EN 60598-1:2015-10
ITEM NO. 213-820-219

~ EN 62031:2015-09
Input: 110-240V | 50-60 Hz
\ > UL 2108

Output: 24V DC | max. 25 W

Connection cable M8
| ITEM NO. 214-100-001

/“ System of protection IP 67 | Length=2m

\ |22



AuLED 50/505001 2.

24\
// TECHNICAL DATA
ITEM NO.: 592-505-001
Operating voltage 24V DC
Rated output 7.2W
Ambient temp. -5°C - max. 40°C
System of protection P67
Protection class SK1I
Weight 0,22 kg
Glass plate ESG
Lamp housing Aluminium, anodized
Type of lighting Surface lamp

Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 28 Output voltage 24V DC

Current 300 mA Output power min. 12 W

Lifetime >60.000 h

Colour rendering Ra >80 II E’.ECTR’CAL CONNECTION

Energy efficiency class A ++ i
) Type of connection Flange plug M8x1, 3-pole
Luminous flux 1050 Im

] o Pin assignment Pin 1: + 24V DC; Pin 3: GND
Light efficiency 145Im /W
Light colour 5000 K A
2
/] FEATURES

- Robust aluminium housing with ESG glass
- Narrow, reliable and highly luminous

- High luminous flux - good light output € b

- Energy efficiency class A++ c us

- M8 plug connector Sewee
Intertek

Sy



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER

LUMINOUS/

COVERAGE D'MENS'ONSI PLUG

AuLED 50 592-505-001 24V DC 1050 ESG, clear 200x40x12 \VEREIETE]

// VARIATIONS

ITEM NO. VOLTAGE POWER

LUMINOUS/

COVERAGE D'MENS'ONS’ PLUG

AULED 50 | 592-505-002 | 24V DC - 1050 ESG, clear 200x40x12 M, back-
mounted

// TECHNICAL DRAWING

// ACCESSORIES (optional)

Power supply SELV (IP67)
ITEM NO. 213-820-219

\ Input: 110-240 V| 50-60 Hz
LS

Output: 24V DC | max. 25 W

Connection cable M8
| ITEM NO. 214-100-001

/“ System of protection IP 67 | Length=2m

s

- e

=—'@*

/] STANDARDS

EN 55015:2016-04
EN 60598-1:2015-10
EN 62031:2015-09
UL 2108

\ | 24



AuLED 50/505003 G <~

/1 TECHNICAL DATA

ITEM NO.: 592-505-003

Operating voltage 24V DC

Rated output 7.2W

-5°C - max. 40°C
System of protection P67

Ambient temp.

Protection class SK I
Weight 0,92 kg
Glass plate ESG

Lamp housing Stainless steel

Type of lighting Surface lamp

Scope of application Industrial sector

// LIGHT SOURCES
Number of LEDs 28

Current 03A
Lifetime >50.000 h
Colour rendering Ra>80
Luminous flux 1050 Im
Light efficiency 145Im /W
Light colour 5000 K
/] FEATURES

- High-quality stainless steel housing

- Particularly suitable for use in the food sector
- Low maintenance and service-friendly
- Also suitable for use in harsh environments

- M8 plug connector

/1 BALLAST (external)
Output voltage 24V DC
Output power min. 12W

/1 ELECTRICAL CONNECTION

Type of connection Flange plug M12x1, 4-pole

Pin assignment Pin 1: + 24V DC; Pin 3: GND

€Ib.

LisTED

Intertek
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// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER

LUMINOUS/
LUMEN

COVERAGE

DIMENSIONS/

MM PLUG

AuLED 50 592-505-003 24V DC 1050 ESG, clear 135x60x20 \VEREIETE]

// TECHNICAL DRAWING

// ACCESSORIES (optional)

Power supply SELV (IP67)
ITEM NO. 213-820-219

~
Input: 110-240V | 50-60 Hz
LS

Output: 24V DC | max. 25 W

Cable box

4-pole | M12x1 | A-coded

Cable passage @ 4-5mm ITEM NO. 213-080-058
Cable passage @ 8-10mm ITEM NO. 213-080-056

/] STANDARDS

EN 55015:2016-04
EN 60598-1:2015-10
EN 62031:2015-09
UL 2108
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andolux

Our Candolux recessed lamps can almost be counted among our ,classics”.
For many years these powerful ,power boxes” have been integrated in the

walls of machines and blend in harmoniously to the viewer's eye due to the
almost flush-mount installation.

The extremely robust aluminium housing of the lamp is embedded in the
machine casing. The front with its ESG safety glass and the highly luminous
LED modules remains visible. Whatever will hit our Candolux lamps:

chips, water, sparks, ... it will bounce off our Candolux lamps!

We will, of course, offer you within the Candolux product family
the variety to which you have become accustomed to:

24V DCor 230 V AC, clear or satin ESG glass pane,
different dimensions, different performance levels, ...

27 |
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Candolux_592-034-256 - xy-plot in Lichtstirke [cd]
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Distribution of the luminous intensity based on
Candolux/034256 | Item no. 592-034-256
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Candolux LEDAX 100/027106

// TECHNICAL DATA

ITEM NO.: 592-027-105

Operating voltage 230V AC | 50 Hz
Rated output 31W

Ambient temp. -5°C - max. 40°C
System of protection P67

Protection class SK1

Weight 2,7kg

Glass plate ESG

Lamp housing Aluminium, anodized

Type of lighting built-in lamp

Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (internal)

Number of LEDs 63 Operating voltage 230V AC

Power factor 0,97 Power factor 0,95

Lifetime >60.000 h Output voltage 24V DC

Colour rendering Ra>80 Output power max. 40 W

Energy efficiency claxx A ++

Luminous flux 3380 Im /1 ELECTRICAL CONNECTION

L?ght efficiency 153Im /W Type of connection HAN3A; 4-pole

Light colour >000K Pin assignment Pin 1: L; Pin 2: N; PE
Internal electrical lines  Multinorm wires

/] FEATURES

- Robust housing & slim design

- Protection against temporary submersion

- Simply to connect via HAN 3A connector

- Excellent light output at low power consumption

- Resistant against the most common coolants & lubricants

e



// SHORT OVERVIEW

LUMINOUS/ DIMENSIONSI

ITEM NO. VOLTAGE POWER AT COVERAGE PLUG
I T R T R ) I
// TECHNICAL DRAWING
1 a ]
]
: | 4.4 - o=
Tay —
o 14 e A i 1
3 2 o 3 (3
! @ @ o @
/1 STANDARDS

EN 55015:2016-04

EN 60598-1:2015-10
EN 62031:2015-09

EN 61000-4-4:2013-4
EN 61000-3-2:2015-3
EN 61000-4-5:2015-03
EN 61000-4-2: 2009-12
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Candolux/033105 s

»

/1 TECHNICAL DATA

ITEM NO.: 592-033-105

Operating voltage
Rated output
Ambient temp.

24V DC
22W

-5°C - max. 40°C

System of protection P67

Protection class SK |
Weight 2,85 kg
Glass plate ESG

Lamp housing
Type of lighting

Scope of application Industrial sector

Aluminium, anodized
Built-in lamp

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 63 Output voltage 24V DC

Current 091A Output power min. 27 W

Lifetime >60.000 h

Colour rendering Ra >80 II E’.ECTR’CA’. CONNECTION

Energy efficiency class A ++ .
Type of connection

Luminous flux 3380 Im i )
) . Pin assignment
Light efficiency 153Im /W
Light colour 5000 K
/! FEATURES

- Robust aluminium housing, HAN 3A connector
-24V DC

- RGBW variant available!

- Excellent light output - high efficiency

- Anti-glare due to satin ESG glass

HAN3A; 4-pole

Pin 1: + 24V DC; Pin 3: GND; PE

€Ib.

LisTED

Intertek
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// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUITJII\N’ISI:IJSI COVERAGE DIMENSIONSI PLUG

// VARIATIONS

LUMINOUS/ DIMENSIONS/

ITEM NO. VOLTAGE POWER LUMEN COVERAGE PLUG

(@]gle[e][0)% 592-033-110 24V DC 3380 ESG, satined 489x138x67 12 e
mounted

Candolux 4000 (W : M12, back-

Other variations available! For further information, please contact us.

// TECHNICAL DRAWING

i . /] STANDARDS

EN 55015:2016-04
EN 60598-1:2015-10
EN 62031:2015-09

/1 ACCESSORIES (optional) UL 2108

Power supply SELV (IP66) Power supply SELV (IP66)
ITEM NO. 213-820-212 Art.Nr. 213-820-214

\ Input: 220-240V | 0-60 Hz \ Eingang: 220-240V | 0-60 Hz
W\ m\

Output: 24V DC | max. 40 W Ausgang: 24V DC | max. 60 W

\ 32



Candolux LEDAX 200

// TECHNICAL DATA

ITEM NO.: 592-034-104

Operating voltage 230V AC | 50 Hz
Rated output 51,8 W

Ambient temp. -5°C - max. 40°C
System of protection P67

Protection class SK1

Weight 4,3 kg

Glass plate ESG

Lamp housing Aluminium, anodized

Type of lighting Built-in lamp
Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (internal)

Number of LEDs 126 Operating Voltage 230V AC

Lifetime >60.000 h Power factor 0,96

Colour rendering Ra>80 Output voltage 24V DC

Luminous flux 67321m Output power max. 60 W

Light efficiency 153Im /W

ahtcolour soo0 K /1 ELECTRICAL CONNECTION
Type of connection HAN3A
Pin assignment Pin 1:L; Pin 2: N; PE
Internal connection Wago-clamp

Internal electrical lines Multinorm wires

// FEATURES
- 230 V variant

- Compact & robust design
- Quick and easy to connect - HAN 3A connector

- Excellent light output - ESG glass pane, clear
- Good price-performance ratio

s



// SHORT OVERVIEW

ITEMNO.  VOLTAGE POWER "Um'“Nn‘E)I:IJSI COVERAGE D'MENS'ONS’ PLUG

O
/1 VARIATIONS
LUMINOUS/ DIMENSIONSI

ITEM NO. VOLTAGE POWER LUMEN COVERAGE PLUG

Candolux ESG, clear

LEDAX 200 592-034-107 230V AC 51,8 W 6732 crewed 516x210x67 HAN3A
(@]gle[e][8)% : HAN3A,
LEDAX 200 592-034-111 230V AC 51,8 W 6732 ESG, satined 516x210x172 straigth

Candolux | 565 134 114 | 230 VAC 51,8 W 6732 ESIE, Clezp 514x210x67 HAN3A
LEDAX screwed

Other variations available! For further information, please contact us.

// TECHNICAL DRAWING

1t
ald

// STANDARDS

¥ EN 55015:2016-04
-— - EN 60598-1:2015-10
EN 62031:2015-09
EN 61000-4-4:2013-4
EN 61000-3-2:2015-3
EN 61000-4-5:2015-03
EN 61000-3-3:2014-03
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Candolux/035105 2.

/1 TECHNICAL DATA

24\

ITEM NO.: 592-035-105

Operating voltage
Rated output
Ambient temp.

24V DC
44 W

-5°C - max. 40°C

System of protection P67

M

Protection class SK1

Weight 4,0 kg '
Glass plate ESG

Lamp housing Aluminium, anodized

Type of lighting Built-in lamp
Scope of application Industrial sector

et e ]

// LIGHT SOURCES /1 BALLAST (external)
Number of LEDs 126 Output voltage 24V DC
Current 1,83A Output power min. 50 W
Lifetime >60.000 h
Colour rendering Ra >80 II E’.ECTR’CAL CONNECTION
Energy efficiency class A+ Type of connection HAN3A
Luminous flux 67321m i . . .

] o Pin assignment Pin 1: + 24V DC; Pin 3: GND; PE
Light efficiency 153Im/W
Light colour 5000 K
/] FEATURES

- High luminous flux & good light output

- Convenient handling - slim design & plug connector
- Very robust lamp housing - reliably resistant

- Anti-glare due to satin ESG glass

LisTED

Intertek

- Low installation depth - good integration in the machine wall

s



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUITJII\N’ISI:IJSI COVERAGE DIMENSIONSI PLUG

" Goraouo | sazazs0s | 2avoe | aiw | o | esamner | st9ioee | twin
// VARIATIONS

TYPE ITEMNO.  VOLTAGE POWER "Um'lug#s’ COVERAGE D'MENS'ONS/ PLUG

502-035-106 | 24V DC _ 6732 ESG, satined |  514x210x67 M12, lateral

Other variations available! For further information, please contact us.

// TECHNICAL DRAWING

51410

[F&1 ]
1]

L & it T
e F
| 4al;
5
i

// STANDARDS

EN 55015:2016-04
EN 60598-1:2015-10
EN 62031:2015-09

/1 ACCESSORIES (optional) UL 2108

Power supply SELV (IP66)
ITEM NO. 213-820-214

~
Input: 220-240V | 0-60 Hz
Ha,

Output: 24V DC | max. 60 W

\ |36



arLift

Our CarlLift lamps are a real space-saving miracle!

Flat, narrow, light and simply easy to handle.

A further advantage is the type of fastening - there are three different ways:
via the end caps, a screw channel at its rear or optional accessories -

you can choose which version fits you best!

The unique feature of this product series is the cover which is flattened

by 15°. This slightly flattened cover allows illumination of your workplace or
machine almost without glare - without losing light power, e.g. due to

a satin cover.

Our CarlLift lamps are available in various versions and lengths.
As you can see, not only the large variety of models available, but particularly
the flexibility of this lamp makes this product series a small ,all-rounder”.

If large or narrow spaces have to be illuminated, in the classical
mechanical engineering sector, in railway construction,

lifting platforms, ...Our CarLift lamps ensure perfect illumination
almost everywhere.

37 |

o







|

Carlift/153005 =,

24\
// TECHNICAL DATA
ITEM NO.: 591-153-005
Operating voltage 24V DC
Rated output 15,2 W
Ambient temp. -5°C - max. 50°C
System of protection P67
Protection class SK1I
Weight 0,47 kg
Coverage Polycarbonat
Lamp housing Aluminium, anodized

Type of lighting Surface lamp
Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 54 Output voltage 24V DC

Current 0,63A Output power min. 19 W

Lifetime >60.000 h

Colour rendering Ra >80 II E’.ECTR’CA’. CONNECTION

Energy efficiency class A ++ .
Type of connection Flange plug M8x1, 3-pole

Pin assignment Pin 1: + 24V DC; Pin 3: GND

Luminous flux 1900 Im
Light efficiency 125Im /W
Light colour 5000 K

Male insert (mating side)

.
oy
/] FEATURES -

- Connection to machine voltage 24 V DC
- Connection cable included

- Different lengths additionally available € b

- Good glare protection via polycarbonate cover c us

- M8 connector il
Intertek

e



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUITJII\N’ISI:IJSI COVERAGE DIMENSIONSI PLUG

" Crun | sarisstos | 2voe | sz | o | pc | oo | wa e |
// VARIATIONS

TYPE ITEM NO. VOLTAGE POWER LUITJII\N’ISI:IJSI COVERAGE DIMENSIONSI PLUG

591-153-002 24V DC 336 W 4200 _ 1537x30x18 M8, lateral
sois003 | 24V 0 | e | asavae | we e
591-153-030 24V DC 67,2 W 8400 2563x30x18 M8, lateral

Other variations available! For further information, please contact us.

/1 TECHNICAL DRAWING

&2a

183 575
538

/1 STANDARDS
// FIXING / ACCESSORIES (optional)
EN 55015:2016-04

Power supply SELV (IP67) Mounting kit (rotatable)
EN 60598-1:2015-10
ITEM NO. 213-820-219 ITEM NO. 599-001-021

3 o’ EN 62031:2015-09
Input: 110-240V | 50-60 Hz 7 Aluminium, VPE = 2 pcs.
\K | UL 2108

Output: 24V DC | max. 25 W

Power supply SELV (IP64)
ITEM NO. 213-820-207

\ Input: 110-240V | 50-60 Hz
‘k .

Output: 24V DC | max. 100 W

\ | 40
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CarlLift/153007 AT

24\

/1 TECHNICAL DATA

ITEM NO.: 591-153-007

Operating voltage 24V DC

Rated output 15,2 W

Ambient temp. -5°C - max. 50°C
System of protection P67

Protection class SK1I

Weight 0,47 kg

Coverage ESG

Lamp housing Aluminium, anodized

Type of lighting Surface lamp
Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 54 Output voltage 24V DC

Current 0,63A Output power min. 19 W

Lifetime >60.000 h

Colour rendering Ra >80 II E’.ECTR’CA’. CONNECTION

Energy efficiency class A ++ .
Type of connection Flange plug M8x1, 3-pole

Pin assignment Pin 1: + 24V DC; Pin 3: GND

Luminous flux 1900 Im
Light efficiency 125Im /W
Light colour 5000 K

Male insert (mating side)

N
oY
// FEATURES e

- Robust housing with sophisticated slope
- Optional: rotatable mounting kit

- Excellent light output € b
- Many fields of application: rail construction, workshop, c us
mechanical engineering, ... okl
Intertek
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// SHORT OVERVIEW

LUMINOUS/ DIMENSIONSI
LUMEN COVERAGE PLUG

// VARIATIONS

TYPE ITEM NO. VOLTAGE POWER

LUMINOUS/ DIMENSIONSI
LUMEN COVERAGE PLUG

591-153-004 24V DC _ 1050 ESG, clear 403x30x18 M8, lateral
sz | 2avoc | siw | e | Escder | 27ecoas | e e

TYPE ITEM NO. VOLTAGE POWER

// TECHNICAL DRAWING

i . i
H’E : SR e

/1 STANDARDS
// FIXING / ACCESSORIES (optional)

EN 55015:2016-04
Power supply SELV (IP67)
EN 60598-1:2015-10
ITEM NO. 213-820-219

- EN 62031:2015-09
Input: 110-240V | 50-60 Hz
\ > UL 2108

Output: 24V DC | max. 25 W

Mounting kit (rotatable)
ITEM NO. 599-001-021

/ Aluminium, VPE = 2pcs.

\ | 42



i

CarlLift/153036 s

24\

/1 TECHNICAL DATA

ITEM NO.: 591-153-036

Operating voltage 24V DC

Rated output 15,2 W

Ambient temp. -5°C - max. 50°C
System of protection P67

Protection class SK1I

Weight 0,47 kg
Coverage ESG

Potting compound  Polyurethan

Lamp housing Aluminium, anodized
Type of lighting Surface lamp
Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 54 Output voltage 24V DC

Current 0,63A Output power min. 19 W

Lifetime >60.000 h

Colour rendering Ra >80 II E’.ECTR’CA’. CONNECTION

Energy efficiency class A ++ .
Type of connection Flange plug M8x1, 3-pole

Pin assignment Pin 1: + 24V DC; Pin 3: GND

Luminous flux 1900 Im
Light efficiency 125Im /W
Light colour 5000 K

Male insert l_‘matmg side]

N
oY
// FEATURES e

- Resistant overmolding variant - for use in particular
harsh environments

- Common M8 connector ensures quick connection € b
- Various types of fastening: via the end caps, a screw c us
channel at its rear or optional accessories o e
Intertek
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// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUITJII\N’ISI:IJSI COVERAGE DIMENSIONSI PLUG

// VARIATIONS
LUMINOUS/ DIMENSIONS/

TYPE ITEM NO. VOLTAGE POWER LUMEN COVERAGE PLUG

591152037 | 24VDC | 84w | 1080 4033008 | M lrera

/1 TECHNICAL DRAWING

i
o ﬂ ofoiofo oo o0 ofuS o o o ofo I -
L] I k 1|

/1 STANDARDS
// FIXING / ACCESSORIES (optional)

EN 55015:2016-04
Power supply SELV (IP67)
EN 60598-1:2015-10
ITEM NO. 213-820-219

-~ EN 62031:2015-09
Input: 110-240V | 50-60 Hz
\ > UL 2108

Output: 24V DC | max. 25 W

Mounting kit (rotatable)
ITEM NO. 599-001-021

/ Aluminium, VPE = 2pcs.

\ »



Setroline

The lamps within our large line of products are real masters of adaptation! No
matter whether you are looking for a recessed, surface or tube lamp with a
classical diameter of 70 mm - a TECHMALUX Setroline lamp will always be

a good choice!

Due to a sophisticated aluminium housing, the lamp has the typical features of
a tube lamp. However, it can also easily and quickly be mounted and used as a
recessed or surface lamp via a specific fixing material. Which is quite useful!

The unique versatility of our Setroline is, however, not only reflected in the
installation of the lamp: various volt versions, different lengths, with or without

UL certification, dimmable or not, different light colours, ... there is a long list
of available variants!

As you can see, our Setroline is a compact all-rounder!
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Setroline_591-170-011 - xy-plot in Lichtstirke [cd]

Distribution of the luminous intensity based on
Setroline/170011 | Item no. 591-170-011
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Setroline70/170001

// TECHNICAL DATA

ITEM NO.: 591-170-001

Operating voltage 230V AC | 50 Hz
Rated output 289 W

Ambient temp. -5°C - max. 40°C
System of protection IP67 | IP 69K
Protection class SK1

Weight 2,27 kg

Glass plate ESG

Lamp housing Aluminium, anodized
Type of lighting Built-in/surface/tube

Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (internal)

Number of LEDs 84 Operating voltage 230V AC

Lifetime 50.000 h Power factor 0,96

Colour rendering Ra>80 Output voltage 27-51V DC

Luminous flux 4000 Im Output power max. 37 W

Light efficiency 170Im /W

Light colour 4000 K /1 ELECTRICAL CONNECTION

Type of connection Flange plug M12x1
S-coded, 4-pole
Pin assignment Pin 1: L; Pin 3: N; Pin 4: PE

/] FEATURES

- Innovative design which allows for three installation
variants: as recessed or surface lamp or via tube clamps
as tube lamp substitute - brilliant!

- IP67/1P69K - for particularly rough conditions

- Single-pane safety glass

Ny



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUIT’II\N’ISI:IJSI COVERAGE LENGTH/MM CONNECTION

// VARIATIONS

LUMINOUS/

TYPE ITEM NO. VOLTAGE POWER LUMEN COVERAGE LENGTH/MM CONNECTION

Setroline70 591-170-011 230V AC 57,2 W 8000 ESG, clear 1285 M12, lateral

// TECHNICAL DRAWING

B i |

/] STANDARDS

EN 55015:2016-04

EN 60598-1:2015-10
EN 62031:2015-09

EN 61000-4-4:2013-04

.
EN 61000-3-2:2017-03
£79-001-581 575-001-563 Méagiche 579-001-562 S59-001-560 599-001-555
Schroul n il Schroul schrouben M& npressgeswin- 6 OOO_ =5\ 0 _03
WPE 2 Stlck WPE 2 5tick Mutter Mé Mutter Mis VPE 2 Sflick SoECeaA s EN 1 4 5.2 15

WPE 2 Stlck WPE 2 Stick

EN 61000-3-3:2014-03
EN 61000-4-2:2009-12

Cable box M12, S-coded
ITEM NO. 213-080-046

\ | 48
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Setroline70/170031  ~---

// TECHNICAL DATA

ITEM NO.: 591-170-031

Operating voltage 24V DC

Rated output 33,6 W

Ambient temp. -5°C - max. 40°C
System of protection IP67 | IP69K
Protection class SK1I

Weight 2,6 kg

Glass plate ESG

Lamp housing Aluminium, anodized
Type of lighting Built-in/surface/tube

Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 120 Output voltage 24V DC

Current 14A Output power min. 38 W

Lifetime >60.000 h

Colour rendering Ra >80 II E’.ECTR’CA’. CONNECTION

Energy efficiency class A ++ .
Type of connection Flange plug M12x1

Luminous flux 4200 Im

] o A-coded; 4-pole
Light efficiency 125Im /W ) . . .

. Pin assignment Pin1:+24V DC; Pin 3: GND
Light colour 5000 K

- Allrounder! Recessed, surface or tube lamp

- Various mounting options included as an accessory

- Quick and easy to connect via M12 connector € b

- Connection to machine voltage 24 V DC c us
- Very robust aluminium housing el
Intertek
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// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUIT’II\N’ISI:IJSI COVERAGE LENGTH/MM CONNECTION

// VARIATIONS

LUMINOUS/

TYPE ITEM NO. VOLTAGE POWER LUMEN COVERAGE LENGTH/MM CONNECTION

Setroline70 591-170-041 24V DC 60,1 W 7560 ESG, clear 1285 M12, lateral
Setroline70 591-170-051 24V DC 16,8 W 2100 ESG, clear M12, lateral

// TECHNICAL DRAWING

(T '

Fofo o o o n‘ﬁ‘-:?;.u.!u o080 zoQopd
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/] FIXING / ACCESSORIES (optional)

: i B g y 2 // STANDARDS

EN 55015:2016-04
EN 60598-1:2015-10
EN 62031:2015-09

579-001-581 599-001-563 Mbgiche 579-001-562 599-001-560 599-001-558 U L 21 08
VErEr Edestanl Befestigung mit Kunststoff Edeltanl Edetstahl
schrouben Mé& Schrauten M4 Scm:u%er ME schrouben M& Schrouben M& Einpressgewin-
WPE 2 stick WPE 2 Stiick Mutter Mé Mutter Mé WPE 2 Stick QEE(OI'En WS
'WPE 2 Stick WPE 2 Stlick
Power supply SELV (IP66) Cable box M12, A-coded

ITEM NO. 213-820-212  ITEM NO. 213-080-058

\ Input: 220-240V | 0-60 Hz

"~ output: 24V DC | max. 40W

\ 50



Setroline/169001

// TECHNICAL DATA

ITEM NO.: 591-169-001

Operating voltage 24V DC

Rated output 16,8 W

Ambient temp. -5°C - max. 60°C
System of protection IP67 | IP69K
Protection class SK1I

Weight 1,01 kg

Glass plate ESG

Lamp housing Aluminium, anodized
Type of lighting Built-in/surface/tube

Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 60 Output voltage 24V DC

Lifetime >60.000 h Output power min. 20 W

Colour rendering Ra>80

Luminous flux 2100 Im II E’.ECTR’CA’. CONNECTION
Light efficiency 125Im /W

} Type of connection Flange plug M12x1
Light colour 5000 K
A-coded; 4-pole

Pin assignment Pin1: +; Pin 2: n.c.; Pin 3: -; Pin 4: n.c.

/] FEATURES

- Robust aluminium housing - good heat dissipation

- Space-saving installation due to slim design - @ 40 mm!
- RGBW variant available

- Excellent light output

- 2 securing nuts M6 at the rear - very convenient!

e



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUIT’II\N’ISI:IJSI COVERAGE LENGTH/MM CONNECTION

// VARIATIONS
LUMINOUS/

ITEM NO. VOLTAGE POWER LUMEN COVERAGE LENGTH/MM CONNECTION

Segg"BQ/‘fO 591-169-003 | 24V DC - S40RGBW | ESG, clear - M12, lateral

// TECHNICAL DRAWING

/] STANDARDS

EN 55015:2016-04
EN 60598-1:2015-10
EN 62031:2015-09

S99-001-581 599-001-563 Magiche S99-001-562 599-001-560 S99-001-558
vergnit Edeistan] Befestigung mit Kunststoff Euetsrur'l Edesstanl
schrouben Mé Schrauben M4 Scm:u%er' Mé schrouben Mé rauben Mé Noressgewn-
WPE 2 stlick WPE 2 5tlick Mutter Mé Mutter Mé VPE 2 Stick aeg(oxen M
VPE 2 Stick. WPE 2 Stick
Power supply SELV (IP67) Cable box M12, A-coded

ITEM NO. 213-820-219  ITEM NO. 213-080-058

\ Input: 110-240V | 50-60 Hz

"~ output: 24V DC | max. 25 W

\ |52
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Setroline/170012

// TECHNICAL DATA

ITEM NO.: 591-170-012

Operating voltage 230V AC | 50 Hz

Rated output 60,5W

Ambient temp. -5°C - max. 40°C

System of protection IP67 | IP69K

Protection class SK1

Weight 4,66 kg

Glass plate ESG £
Lamp housing Aluminium, anodized
Type of lighting Built-in/surface/tube ‘

Scope of application Industrial sector

// LIGHT SOURCES // BALLAST (intern)

Number of LEDs 168 Operating voltage 230V AC

Lifetime 50.000 h Power factor >0,95

Colour rendering Ra>80 Rated output current ~ 600-1400 mA

Luminous flux 4469 Im Rated output power 54 W

Light efficiency 190 Im /W

Lehtcoloun 1000 K /1 ELECTRICAL CONNECTION
Connection Cable gland with

connection cable PUR 5G1,5

Pin assignment Pin1:L; Pin 2: N; Pin3: DALI;

Pin 4: DALI; Pin 5: PE

/] FEATURES

- Dimmable variant - intelligent control to 1%

- Single-pane safety glass

- High luminous flux - good light output

- Compact and robust - that is how a machine lamp should be
- IP67/IP69K

e



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUIT’II\N’ISI:IJSI COVERAGE LENGTH/MM CONNECTION

// VARIATIONS
LUMINOUS/

TYPE ITEM NO. VOLTAGE POWER LUMEN COVERAGE LENGTH/MM CONNECTION

// TECHNICAL DRAWING -

ﬂﬂ[% | @

/] STANDARDS

EN 55015:2016-04

EN 60598-1:2015-10

\ EN 62031:2015-09
T EN 61000-4-4:2013-04

g%‘rpg‘?;]Ma %E%%li?w Ecgr%?ézrﬁ-ﬂ' gcnrmben Mé ?gﬁg?&n Mé E‘;Eigs'ge'. ir-

VPE 2 Shock WVPE 2 StUck MNutter Mé :'";E"':rgt»\ék VPE 2 Stick VPESXSE“SCT:J EN 61 000-3-2:201 7-03
Cable box M12, S-coded EN 6100-4-5:2015-03
ITEM NO. 213-080-046 EN 61000-3-3:2014-03
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ROLED

70 mm diameter tube lamps: THE classic among machine lamps! For decades
the round lamp body has proven its worth and still provides proper
illumination of countless machines and equipment.

Our RoLED series combines the proven and popular features of this classic
with state-of-the-art LED technology inside - high-quality LEDs ensure
a perfect light output!

The shape, length and connection type of many of our RoLED lamps are
identical to the classical tube lamps with conventional luminaires - making the
switch to modern LED technology quick and easy.

Within our RoLED product family there are many variants available:

24 volt, 230 volt, various lengths and performances, different connection types,
plastic end caps or even RoLED lamps with end caps made of stainless steel -
there should be something for every user!

55 |
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RoLEDT0_591-155-002 - xy-plot in Lichtstirke [cd]

i Distribution of the luminous intensity based on
RoLED70/5002 | Item no. 591-155-002

| 56



|

RoLED70/5002 227

24\
// TECHNICAL DATA
ITEM NO.: 591-155-002 .
|
Operating voltage 24V DC
Rated output 33,6 W
Ambient temp. -5°C - max. 50°C
System of protection P67
Protection class SK I
Weight 2,96 kg F
Protective tube Borosilicate
Lamp housing Aluminium, anodized
Type of lighting Tubular lamp
Scope of application Industrial sector
// LIGHT SOURCES /1 BALLAST (external)
Number of LEDs 120 Output voltage 24V DC
Current 14A Output power min. 38 W
Lifetime >60.000 h
Colour rendering Ra >80 II E’.ECTR’CA’. CONNECTION
Energy efficiency class A ++ Cable gland M16 X 1.5 PA
Luminous flux 4200 Im )
Internal connection Luster terminal
Light efficiency 125Im /W
Light colour 5000 K
/] FEATURES

- Internal aluminium body
- Resistant against the common coolants & lubricants

- LED alternative to conventional tube lamps with fluorescent o
tubes - simple retrofitting! c us

- Connection to machine voltage 24 V DC e

Intertek
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// SHORT OVERVIEW

LUMINOUS/ PROTECTIVE
TYPE ITEM NO. VOLTAGE POWER LUMEN TUBE LENGTH/MM CONNECTION

// VARIATIONS
LUMINOUS/ PROTECTIVE

TYPE ITEM NO. VOLTAGE POWER LUMEN TUBE LENGTH/MM CONNECTION

ROLED70 | 591-155-006 | 24V DC 168 W 2100 cable gland
ROLED70 | 591-155-017 24V DC 336W 4200 M12, lateral

ROLED70 | 591-155-023 | 24V DC 336 W 4200 PMMA through-wiring

Other variations available! For further information, please contact us.

// TECHNICAL DRAWING

— -—

| ©\&

// FIXING / ACCESSORIES (optional)

Power supply SELV (IP66) Power supply SELV (IP64)
ITEM NO. 213-820-212 ITEM NO. 213-820-207

\ Input: 220-240 V | 0-60 Hz \ Input: 110-240 V | 50-60 Hz
o L

Output: 24V DC | max. 40 W Output: 24V DC | max. 100 W

Fixing clamps
/1 STANDARDS
ITEM NO. 599-001-004

fixing clamp @70 mm, galvanised,

ITEM NO. 599-001-001

fixing clamp @70 mm, galvanised,

EN 55015:2016-04
EN 60598-1:2015-10

ITEM NO. 599-001-016 EN 62031:2015-09
Tension clamp D70 mm VPE 1 pc. UL 2108

gerade straight, with distance tube

ITEM NO. 599-001-002

fixing clamp @70 mm, galvanised,

angle plug, wall clearance 70 mm,

mit distance bush
ITEM NO. 599-001-022

fixing clamp @70 mm,

ITEM NO. 599-001-003

fixing clamp @70 mm, galvanised,

stainless steel A4, angle plug,
angle plug, wall clearance 100 mm ==

wall clearance 70 mm
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RoLED70/6001

// TECHNICAL DATA
ITEM NO.: 591-156-001 .
Operating voltage 230V AC | 50 Hz
Rated output 41,6 W '
Ambient temp. -5°C - max. 50°C '
System of protection P67
Protection class SK1 |
Weight 2,7 kg
Protective tube PMMA
Lamp housing Aluminium, anodized
Type of lighting Tubular lamp
Scope of application Industrial sector
// LIGHT SOURCES /] BALLAST (internal)
Number of LEDs 120 Operating Voltage 230V AC
Lifetime >60.000 h Power factor 0,95
Colour rendering Ra>80 Output voltage 24V DC
Luminous flux 4200 Im Output power max. 60 W
Light efficiency 125Im /W
Light colour 5000 K /1 ELECTRICAL CONNECTION
Cable gland M16x 1,5 PA
Internal connection luster terminal
/] FEATURES
- Connection to 230 V AC

- Within optional fixing kit also rotatable

- Many different variants available

- Quick switch to LED possible - identical construction to
conventional machine tube lamps - @ 70

e



// SHORT OVERVIEW

LUMINOUS/ PROTECTIVE
TYPE ITEM NO. VOLTAGE POWER LUMEN TUBE LENGTH/MM CONNECTION

// VARIATIONS

LUMINOUS/ PROTECTIVE

TYPE ITEM NO. VOLTAGE POWER LUMEN TUBE LENGTH/MM CONNECTION

ROLED70 | 591-156-004 | 230V AC 41,6 W 4200 1030 pininsert R15

RoLED70 591-163-001 230V AC 21,8 W 2100 PMMA cable gland

Other variations available! For further information, please contact us.

// TECHNICAL DRAWING

- =gy =

// FIXING (optional)

Fixing clamps /1 STANDARDS

EN 55015:2016-04

EN 60598-1:2015-10
EN 62031:2015-09

EN 61000-4-4:2013-04
EN 61000-3-2:2015-03
EN 6100-4-5:2015-03
mit distance bush EN 61000-3-3:2014-03
ITEM NO. 599-001-003 ITEM NO. 599-001-022 EN 61000-4-2:2009-12
Fixing clamp @70 mm, galvanised, Fixing clamp @70 mm, EN 61373:2011-04

stainless steel A4, angle plug,

3 EN 50155:2018-05

ITEM NO. 599-001-004

Fixing clamp @70 mm, galvanised,

ITEM NO.599-001-001

fixing clamp @70 mm, galvanised,

gerade straight, with distance tube

ITEM NO. 599-001-002

Fixing clamp @70 mm, galvanised,

ITEM NO. 599-001-016

Tension clamp D70 mm VPE 1 pc

angle plug, wall clearance 70 mm,

angle plug, wall clearance 100 mm

wall clearance 70 mm
\ | 60



ROLED70/6026 W&

// TECHNICAL DATA

ITEM NO.: 591-156-026

Operating voltage 230V AC | 50 Hz I 1 [

Rated output 271W

Ambient temp. -5°C - max. 50°C

System of protection P67

Protection class SK1

Weight 2,03 kg

Protective tube PMMA

Lamp housing Aluminium, anodized

Type of lighting Tubular lamp

Scope of application Industrial sector I J 1

// LIGHT SOURCES /] BALLAST (internal)

Number of LEDs 84 Operating voltage 230V AC

Lifetime >60.000 h Power factor 0,95

Colour rendering Ra>80 Output voltage 24V DC

Luminous flux 2940 Im Output power max. 60 W

Light efficiency 125Im /W

Light colour 5000 K /1 ELECTRICAL CONNECTION
Cable gland M16x 1,5 PA
Internal connection luster terminal

/] FEATURES

- High-quality end caps made of stainless steel - this lamp is
especially suitable for use in the food sector

- Internal aluminium body

- Several mounting options available (accessory)

- Popular LED alternative to conventional tube clamps

e



// SHORT OVERVIEW

LUMINOUS/ PROTECTIVE
TYPE ITEM NO. VOLTAGE POWER LUMEN TUBE LENGTH/MM CONNECTION

// VARIATIONS

LUMINOUS/ PROTECTIVE

TYPE ITEM NO. VOLTAGE POWER LUMEN TUBE LENGTH/MM CONNECTION

ROLED70 | 591-156-009 | 230V AC 41,6 W 4200 PMMA 728 cable gland
stainless steel

RoLED70 591-156-025 230V AC 21,8 W 2100 PMMA cable gland
stam\ess steell

ROLED7O 591 156-027 230 VAC Y 6 W 4200 PMMA WO35 cable g\and

/1 TECHNICAL DRAWING

£}

// FIXING (optional)

Fixing clamp // STANDARDS
ITEM NO. 599-001-004

Fixing clamp @70 mm, galvanised,

ITEM NO. 599-001-001

Fixing clamp @70 mm, galvanised,

EN 55015:2016-04

straight straigth, with distance tube
EN 60598-1:2015-10

ITEM NO. 599-001-002 ITEM NO. 599-001-016 EN 62031:2015-09
Fixing clamp @70 mm, galvanised, ' Tension clamp D70 mm, VPE 1 pc EN 61000-4-4:2013-04
angle plug, wall clearance 70 mm, .
with distance bush EN 61000-3-2:2017-03
ITEM NO. 599-001-003 ITEMNO. 593-001-022 EN 61000-4-5:2015-03
Fixing clamp @70 mm, galvanised, Fixing clamp @70 mm, EN 61000-3-3:2014-03

stainless steel A4, angle plug, EN 61000-4-2:2009-12

angle plug, wall clearance 100 mm
wall clearance 70 mm
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StabLED

As the heading says: our StabLED lamps are more than pure ,light rods".

The StabLED lamp has its origin in the workshops where it still reliably places
lifting platforms and inspection pits in the right light. Due to a diameter of only
20 mm, it is extremely good at that! Furthermore, owing to this narrow
diameter it has meanwhile also been used outside workshops - i.e. wherever
there is little space available for illumination.

The extremely narrow diameter of the lighting protective tube applies to the
entire StabLED product series - additional variants have e.g. a diameter
of 26 mm or 40 mm.

It can almost be said that these lamps represent a mini version of the

classical 70 mm tube lamps - combining all of their advantages
in a slim housing - great!

63 |
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StabLED_591-162-022 - xy-plot in Lichtstirke [cd]

I Distribution of the luminous intensity based on
StabLED20/162022 | Item no. 591-162-022

| 64



|

StabLED20/162022  ~-~

/1 TECHNICAL DATA

ITEM NO.: 591-162-022

Operating voltage 24V DC

Rated output 12w

Ambient temp. -5°C - max. 50°C
System of protection P67

Protection class SK1I

Weight 0,55 kg
Coverage Polycarbonat
Lamp housing Aluminium

Type of lighting Tubular lamp
Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 150 Output voltage 24V DC

Current 0,83A Output power min. 15W

Colour rendering Ra>80

Luminous flux 1170 Im II E’.ECTR’CA’. CONNECTION
Lfght efficiency / Cable gland M16x1,5 Ms

Light colour 4000 K

/] FEATURES

- Extremely narrow LED tube lamp - @ of only 20 mm!
- Our StabLED is a true space-saving miracle

- Ideal e.g. for use in lifting platforms - rotatable! o
- Through-wiring c us

- Easy connection via cable gland M16x1,5 o e
Intertek
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// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUIT’II\N’ISI:IJSI COVERAGE LENGTH/MM  CONNECTION

// VARIATIONS

LUMINOUS/

ITEM NO. VOLTAGE POWER LUMEN COVERAGE LENGTH/MM CONNECTION

StabLED20 | 591-162-003 | 24V DC 67,2 W 8400 2556 U2 5
cable gland
socket

StabLEDZO 591 162-007 24V DC 24 W 4200 2696 cable g\and

R I B e
Other variations available! For further information, please contact us.
// TECHNICAL DRAWING
o

= — __FIJ_I

// FIXING / ACCESSORIES (optional)

Fixing clamps Mount
= - [TEM NO. 599-001-024 ITEM NO. 350-001-068
m Fixing clamp stainless steel A4, Mount StabLED

68x14x28,2 mm,VPE 2 pcs vertical installation II STANDARDS

ITEM NO. 599-001-558 ITEM NO. 350-001-958

Fixing clamp stainless steel A4, Fixing clamp snapping in EN 55015:2016-04

_ Height 33 mm, VPE 2 pcs EN 60598-1:2015-10

EN 62031:2015-

ITEM NO. 599-001-559 62031:2015-09
UL 2108

Fixing clamp stainless steel A4,

~ Height 33mm, with blind rivet nut,
VPE 2 pcs

Power supply SELV (IP66)
& [TEMNO.599-001-563 ITEM NO. 213-820-212

Fixing clamp stainless steel A4, ‘
Input: 220-240V | 0-60 Hz |
VPEZpes .  Output: 24V DC | max. 40 W
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StabLED26/166002  ~---

// TECHNICAL DATA
ITEM NO.: 591-166-002
Operating voltage 24V DC

Rated output 6,3W

Ambient temp. -5°C - max. 40°C
System of protection P67

Protection class SK I

Weight 0,32 kg
Protective tube Borosilicate
Lamp housing Aluminium

Type of lighting Tubular lamp
Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 24 Output voltage 24V DC

Current 026 A Output power min. 11 W

Lifetime >60.000 h

Colour rendering Ra >80 II E’.ECTR’CA’. CONNECTION

Energy efficiency class A ++ .
Type of connection Flange plug M12x1,

Luminous flux 840 Im

_ o A-coded, 4-pole
Light efficiency 134Im/W ) ) . .

. Pin assignment Pin 1: +24V DC; Pin 2: GND
Light colour 5000 K

- Very narrow LED tube lamp - place-saving diameter of
only 26 mm!

- Resistant against the common coolants and lubricants

- Removable glare protection

- Rotatable (with appropriate accessories) LISTED
Intertek
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// SHORT OVERVIEW

LUMINOUS/ PROTECTIVE
TYPE ITEM NO. VOLTAGE POWER LUMEN TUBE LENGTH/MM CONNECTION

// VARIATIONS
LUMINOUS/ PROTECTIVE

TYPE ITEM NO. VOLTAGE POWER LUMEN TUBE LENGTH/MM CONNECTION

// TECHNICAL DRAWING

526

19.8
T T

1
i
26,5

452
470

// FIXING / ACCESSORIES (optional)

Fixing clamps Mount
= . |[TEM NO. 599-001-024 ITEM NO. 350-001-068
ﬁ Fixing clamp stainless steel A4, Mount StabLED
68x14x28,2 mm,VPE 2 pcs vertical installation II STANDARDS
= ITEMNO. 599-001-558 ITEM NO. 350-001-958
Fixing clamp stainless steel A4, Fixing clamp snapping in EN 55015:2016-04
L Height 33 mm, VPE 2 pcs EN 60598-1:2015-10

ITEM NO. 599-001-559 SN EPBNIEATIE-0E

S
=
M Fixing clamp stainless steel A4, UL 2108
\/ Height 33mm, with blind rivet nut,

VPE 2 pcs

Power supply SELV (IP67)
& [TEMNO.599-001-563 ITEM NO. 213-820-219

Fixing clamp stainless steel A4, 33
Input: 100-240 V | 50-60 Hz
VPE 2 pcs
. P LS Output: 24V DC | max. 25W

=
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StabLED26/166005  ~---~

// TECHNICAL DATA
ITEM NO.: 591-166-005
Operating voltage 24V DC

Rated output 13,5W

Ambient temp. -5°C - max. 40°C
System of protection P67

Protection class SK1I

Weight 1,2kg
Protective tube Borosilicate
Lamp housing Aluminium
Type of lighting Tubular lamp "

Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 43 Output voltage 24V DC

Current 0,56 A Output power min. 18 W

Lifetime >60.000 h

Colour rendering Ra >80 II E’.ECTR’CA’. CONNECTION

Energy efficiency class A ++ .
Type of connection Flange plug M12x1,

Luminous flux 1680 Im

_ o A-coded, 4-pole
Light efficiency 125Im/W ) ) . .

. Pin assignment Pin 1: +24V DC; Pin 2: GND
Light colour 5000 K

- Narrow diameter of only 40 mm - place-saving
- High luminous flux and good light output

- Robust protective tube - 5 mm

- Connection to machine voltage 24 V DC

- M12 plug connector LIsTED
Intertek
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// SHORT OVERVIEW

LUMINOUS/ PROTECTIVE
TYPE ITEM NO. VOLTAGE POWER LUMEN TUBE LENGTH/MM CONNECTION

// VARIATIONS
LUMINOUS/ PROTECTIVE

ITEM NO. VOLTAGE POWER LUMEN TUBE LENGTH/MM CONNECTION

StablEDS0 591-166-023 24V DC 154W | 91W | 1600 | 265 PMMA iz,
white/red wired

// TECHNICAL DRAWING

// FIXING / ACCESSORIES (optional)

Fixing clamps

= . |[TEM NO. 599-001-024
ﬁ Fixing clamp Stainless steel A4,
68x14x28,2 mm,VPE 2 pcs

ITEM NO. 599-001-558

Fixing clamp Stainless steel A4,

~ Height 33 mm, VPE 2 pcs

ITEM NO. 599-001-559

Fixing clamp Stainless steel A4,

> Height 33mm, with blind rivet nut,

VPE 2 pcs

ITEM NO. 599-001-563

Fixing clamp Stainless steel A4,

VPE 2 pcs

Mount

ITEM NO. 350-001-068
Mount StabLED

vertical installation

ITEM NO. 350-001-958

Fixing clamp snapping in

Power supply SELV (IP67)

: ITEM NO. 213-820-219
\
"y

Input; 110-240 V | 50-60 Hz |

Output: 24V DC | max. 25 W

/] STANDARDS

EN 55015:2016-04
EN 60598-1:2015-10
EN 62031:2015-09
UL 2108

\ |70



MiniLED7

You should not be misled by the product name! Our MiniLED7 lamp is great!
It features an aluminium housing, 300 LEDs and thus has an extremely high
light output. Moreover, this lamp provides a good price-performance ratio.
So far, so great.

However, if one takes a closer look, one can still discern some features that
can be categorized as ,mini“:

For example, the extreme lightweight of only about 300 grams and an
installation height of only around 13 mm.

On the next page we present to you the standard design of our MiniLED7.
However, we can also offer other variants - e.g. various lengths and also
different colour concepts - please, do not hesitate to contact us!

Especially convenient: the MiniLED can be mounted quickly and easily
via the existing end caps.

71|
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MiniLED7/001015

// TECHNICAL DATA
ITEM NO.: 593-001-015
Operating voltage 24V DC
Rated output 24 W
Ambient temp. -5°C - max. 40°C
System of protection 1P20
Protection class SK1I
Weight 0,312 kg
Coverage Polycarbonat
Lamp housing Aluminium, anodized
Type of lighting Hydraulic lift lamp 2
Scope of application Industrial sector e
// LIGHT SOURCES /1 BALLAST (external)
Number of LEDs 300 Output voltage 24V DC
Current TA Output power min. 29 W
Colour rendering Ra>80
Luminous flux 840 Im II E’.ECTR’CA’. CONNECTION
Light efficiency 35Im/W . .
} Type of connection via open cable end
Light colour 4000 K
/] FEATURES

- Aluminium housing - good heat dissipation possible
- Light emitted over the entire width of the lamp

- Low maintenance & service-friendly

- Very light, compact LED lamp

- Very good price-performance ratio

Sy



// SHORT OVERVIEW

LUMINOUS/ SYSTEM OF DIMENSIONS/
ITEM NO. VOLTAGE POWER LUMEN COVERAGE PROTECTION CONNECTION

L'\ég; 593-001-015 | 24V DC --- P20 2618x13x20 | open cable end

// VARIATIONS

VOLTA LUMINOUS/ SYSTEM OF DIMENSIONSI
ITEM NO. POWER LUMEN COVERAGE PROTECTION CONNECTION

-

// TECHNICAL DRAWING

/] STANDARDS

EN 55015:2016-04
EN 60598-1:2015-10
EN 6100:2013-04

// ACCESSORIES (optional) EN 61000-4-2: 2009-12

Power supply SELV (IP66)
ITEM NO. 213-820-212

\ Input: 220-240V | 0-60 Hz
LS

Output: 24V DC | max. 40 W

\ |74
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LUumoLED S

There it is - our LumoLED SE lamp. All alone - without any further members of
a possible product family.

But do you know what? The LumoLED SE does not need any ,companions"” -

it can assert itself - it is after all a sensational product which skilfully blends
traditional design and state-of-the-art technology.

Protective tube made of borosilicate glass, classical diameter of 70 mm and
an efficient LED luminaire inside - that is the LumoLED SE!

The operation of the lamp no longer requires a ballast - neither internally nor
externally. The LED luminaire can be operated directly. Convenient!

The modern LED luminaire is replaceable which makes the LumoLED SE
low-maintenance and thus service-friendly.

In addition, we offer a good luminous flux, an excellent performance factor,

high-quality processing and, under normal conditions, an expected
service life of about 50,000 h - that's how a machine lamp should be!
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LumolLED SE

// TECHNICAL DATA
ITEM NO.: 591-111-024
Operating voltage 230V AC | 50 Hz
Rated output 16 W

Ambient temp. -5°C - max. 40°C
System of protection P67

Protection class SK1

Weight 4,67 kg
Protective tube Borosilicate

Type of lighting Tubular lamp

Scope of application Industrial sector

/! LIGHT SOURCES /1 ELECTRICAL CONNECTION
Lifetime 50.000 h Cable gland M16 x 1,5 Ms nickel-plated
Colour rendering Ra =83 Internal connection luster terminal, 3-pole
Energs efficiency class A ++ Internal electrical lines  Multinorm wires

Luminous flux 2500 Im

Light efficiency 156 Im /W

Light colour 4000 K

/! FEATURES

- Robust borosilicate protective tube

- No converter required

- Common M16 cable gland - quick & easy
- Very good price-performance ratio

- Classical diameter of 70 mm

e



// SHORT OVERVIEW

LUMINOUS/ PROTECTIVE
TYPE ITEM NO. VOLTAGE POWER LUMEN TUBE CONNECTION

LumoLED SE | 591-111-024 230 VAC 2500 ©@70x1369 cable gland

DIMENSIONSI

// TECHNICAL DRAWING

@70

13&9

%

1387

// FIXING (optional)

Fixing clamps

ITEM NO. 599-001-001

Fixing clamp @70 mm, galvanised,

straigth

ITEM NO. 599-001-002

Fixing clamp @70 mm, galvanised,

angle plug, wall clearance 70 mm,

with distance bush

ITEM NO. 599-001-003

Fixing clamp @70 mm, galvanised,

angle plug, wall clearance 100 mm

ITEM NO. 599-001-004

Fixing clamp @70 mm, galvanised,

straight, with distance tube

ITEM NO. 599-001-016

Tension clamp D70 mm VPE 1 pc

ITEM NO. 599-001-022
Fixing clamp @70 mm,

Stainless steel A4, angle plug,

wall clearance 70 mm

// STANDARDS

EN 55015:2016-04

EN 60598-1:2015-10
EN 62031:2015-09

EN 61000-4-4:2013-4
EN 61000-3-2:2015-3
EN 61000-4-5:2015-03
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LUmoLED S3

Next time when you are in the workshop, just take a look at the lifting platform
- it may well be that you will there find our LumoLED S3 lamps!

Originally, we developed this product series for use in workshops:
Lifting platforms or inspection pits - due to its slim design it fits almost
anywhere and its efficient LED luminaire provides optimal illumination.

Thanks to the place-saving installation this TECHMALUX product series has
meanwhile not only been used in workshops, but also in other areas!

You need much light over a relatively long distance? Should the lamps be
suitable for through-wiring? You are looking for a lamp offering a simple
mounting option? And the price-performance ratio should, of course, be
good?! Please have a look at the next page - we have got something for you!
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LumoLED_S3_581-103-009 - xy-plot in Lichtstirke [cd]

Distribution of the luminous intensity based on
LumoLED S3 | Item no. 591-103-009
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LumolLED S3

/1 TECHNICAL DATA

ITEM NO.: 591-103-009

Operating voltage 230V AC | 50 Hz
16 W
-5°C - max. 40°C

System of protection P67

Rated output
Ambient temp.

Protection class SK 1
Weight 1,58 kg
Protective tube PVC

Type of lighting Hydraulic lift lamp

Scope of application Industrial sector

// LIGHT SOURCES
Lifetime 50.000 h
Colour rendering Ra=83
Energy eficiency class A ++
Luminous flux 2500 Im
Light efficiency 156 Im /W
Light colour 4000 K
/] FEATURES

- Robust internal aluminium body

- Extremely slim design of 40x40 mm

- Low maintenance & service-friendly

- Good light output - pleasant light colour
- IP67 protection - resistant and durable

/1 ELECTRICAL CONNECTION

M16x 1,5 PA
luster terminal, 3-pole

Cable gland
Internal connection

Internal electrical lines Multinorm wires

e



// SHORT OVERVIEW

LUMINOUS/ PROTECTIVE DIMENSIONSI
TYPE ITEM NO. VOLTAGE POWER LUMEN TUBE CONNECTION

Clmoteoss | 59105009 | z0vac | tow | 2500 || 157500 | cokgana |
// VARIATIONS
LUMINOUS/ PROTECTIVE DIMENSIONSI

TYPE ITEM NO. VOLTAGE POWER LUMEN TUBE CONNECTION

LumoLED S3 | 591-103-010 230 VAC 2500 _ 1578x40x40 DIN-PLUG
LumoLED S3 591-106-002 230 VAC 1575 _ 1071x40x40 cable gland

// TECHNICAL DRAWING

2
12601, J
1578
— I m4 -
// FIXING (optional)
Fixing clamps /1 STANDARDS
= ITEM NO. 599-001-013
E Fixing clamp40x40 mm, EN 55015:2016-04
Aluminium, VPE 2 pcs EN 60598-1:2015-10
EN 62031:2015-09
ITEM NO. 599-001-017
% g camp round, EN 61000-4-4:2013-4
Polyamid, VPE 2 pcs EN 61000-3-2:2015-3

EN 61000-4-5:2015-03
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LumoLED S3

// TECHNICAL DATA

ITEM NO.: 591-140-025

Operating voltage 230V AC | 50 Hz

Rated output 20w -
Ambient temp. -5°C - max. 40°C

System of protection P67

Protection class SK1I

Weight 1,6 kg

Protective tube Polycarbonat

Type of lighting Hydraulic lift lamp g

Scope of application Industrial sector B

// LIGHT SOURCES /1 ELECTRICAL CONNECTION
Power 20W Type of connection Flange plug M12x1 | flange receptacle,
Power factor 0,89 A-coded, 4-pole

Lifetime >60.000 h Pin assignment PIn1:L;Pin3:N

Colour rendering Ra >80 Internal connection Wago-clamps

Energy efficiency class A+

Luminous flux 3200 Im

Light efficiency 160Im /W

Light colour 4000 K

/] FEATURES

- Through-wiring

- Slim, narrow housing - does not require much space

- Ideal for use in workshops

- Several fastening options - e.g. easy mounting via
the end caps also possible - saves time and money!

e



// SHORT OVERVIEW

LUMINOUS/ PROTECTIVE DIMENSIONSI
TYPE ITEM NO. VOLTAGE POWER LUMEN TUBE CONNECTION

Clmoteoss | 531400 | zovac | aow |30 | pc | iszo0an | wna e
// VARIATIONS

LUMINOUS/ PROTECTIVE DIMENSIONS/
ITEM NO. VOLTAGE POWER LUMEN TUBE CONNECTION

LU%%BED 591-151-002 | 24V DC 252 W 3150 - 1540x40x40 M12, lateral

// TECHNICAL DRAWING

i o —
=F— s =k
D -

/1 FIXING / ACCESSORIES (optional) {/STANDARDS

Cable plug M12x1 EN 55015:2016-04

ITEM NO. 213-080-057 EN 60598-1:2015-10

Cable box M12x1 EN 61000-4-4:2013-4

ITEM NO. 213-080-058 e
EN 61000-4-5:2015-03
EN 61000-3-3:2014-03
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LUmoOLED K2/K3

As in all families: we all have the same origin, we all have something in

common, but still there are, here and there, substantial differences with .
everyone being unique with some rough edges. This is also true for our [

product family LumoLED K2/K3!

'tié »
N
On the one hand there are the K2 lamps with the classic protective cover, on :1 N
the other hand there is a K2 lamp with a borosilicate protective oA :: .
tube and, additionally, there is the K3 lamp design with a traditional tube lamp E 3N I
housing made of polycarbonate. .E
"
The differences are not only due to design. "
Different light output, various light colours, 24 V DC, 230 V AC, cable gland or %

connection cable, ... for almost every application one of our ,family members”
may come into question.

"

 TATATAVAPAPATATATACLGLY.

X
What all of our K2/K3 lamps have in common: the usual TECHMALUX quality, g3
the robust design and the reliable functionality. By :4
¥ 4._-; ]

A

‘CHI Li |
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LumolLED_K2_591-167-001 - xy-plot in Lichtstarke [cd]

Distribution of the luminous intensity based on
LumoLED K2 | Item no. 591-167-001
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LumolLED K2

// TECHNICAL DATA
ITEM NO.: 591-027-008
Operating voltage 230V AC | 50 Hz
Rated output mnow

Ambient temp. -5°C - max. 40°C
System of protection P67

Protection class SK1I

Weight 0,75 kg

Cover Borosilicate
Lamp housing Polyamid

Type of lighting Tubular lamp
Scope of application Industrial sector

/! LIGHT SOURCES /1 ELECTRICAL CONNECTION
Number of LEDs 28 Cable gland M16x1,5 PA
Power 72W Internal connection luster terminal, 2-pole
Colour rendering Ra>80
Lifetime >60.000 h
Power factor 04 I I BALLAST
Luminous flux 1050 Im OUtpUt voItage 24V DC
Light efficiency 145Im /W Output power 12W
Light colour 5000 K
// TECHNICAL DRAWING
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// SHORT OVERVIEW

ITEM NO. VOLTAGE

// VARIATIONS

ITEM NO. VOLTAGE

LUMINOUS/

LUMINOUS/

LUMEN COVER

LUMEN COVER

DIMENSIONS/

DIMENSIONSI

CONNECTION

CONNECTION

ITEM NO. 599-001-001

fixing clamp @70 mm, galvanised,

straight

ITEM NO. 599-001-002

fixing clamp @70 mm, galvanised,

angle plug, wall distance 70 mm,

with distance bush

ITEM NO. 599-001-003

fixing clamp @70 mm, galvanised,

angle plug, wall distance 100 mm

ITEM NO. 599-001-004

fixing clamp @70 mm, glavanised,

straight, with distance tube

ITEM NO. 599-001-016

Tension clamp D70 mm VPE 1 pc.

ITEM NO. 599-001-011
NBR; galvanised; washer

cylinder head screw

ITEM No. 599-001-012

NBR; galvanisedt

ITEM NO. 599-001-010
NBR; galvanised

spacer socket

ITEM NO. 599-001-008

NBR; galvanised, cylinder head screw

washer

ITEM NO. 599-001-022
silicone, A4, cylinder head srew

washer

ITEM NO. 599-001-015
NBR; galvanised; spacer socket

wing screw short

LumoLED K2 | 591-027-013 230V AC 1065 @ 67x260 Cagfgﬂad”d

// FIXING (optional)

/] STANDARDS

EN 55015:2016-04

EN 60598-1:2015-10
EN 62031:2015-09

EN 61000-4-4:2013-4
EN 61000-3-2:2015-3
EN 61000-4-5:2015-03
EN 61000-3-2:2017-03
EN 61000-4-2:2009-12
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LumolLED K2

// TECHNICAL DATA
ITEM NO.: 591-167-001
Operating voltage 24V DC

Rated output 7.2W

Ambient temp. -5°C - max. 40°C
System of protection P67

Protection class SK1I

Weight 1,04 kg
Coverage Borosilicate
Lamp housing Polyamid

Type of lighting Tubular lamp
Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)
Number of LEDs 28 Output voltage 24V DC
Current 03A Output power min. 12 W
Colour rendering Ra>80
Luminous flux 1050 Im II E’.ECTR’CAL CONNECTION
Light efficiency 145Im /W
} Cable gland M16x1,5 PA
Light colour 5000 K . .
Internal connection luster terminal, 2-pole
g 7~
/1 TECHNICAL DRAWING 52
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// SHORT OVERVIEW

LUMINOUS/ DIMENSIONS/

TYPE ITEM NO. VOLTAGE POWER LUMEN COVERAGE MM CONNECTION

// VARIATIONS
LUMINOUS/ DIMENSIONS/

TYPE ITEM NO. VOLTAGE POWER COVERAGE

LUMEN MM CONNECTION

LumolED K2 | 591-167-002 | 24V DC 1050 @ 67x285
LumoLEDK2 | 591-167-003 | 24vDC 1050 @ 67x262x165 | cablegland
LumoLED K2 | 591-167-004 | 24vDC 1260 @ 67x287,5 cable gland

LumoLED K2 | 591-167-005 |  24VDC 1330 @ 67x260,5 e —
LumolEDK2 | 591-167-006 | 24V DC 1330 @ 67x237 cable gland
LUmOLED K2 | 591-167-007 |  24VDC 1330 2 67x213 cable gland

// FIXING / ACCESSORIES (optional)

ITEM NO. 599-001-001

fixing clamp @70 mm, galvanised,

straight

ITEM NO. 599-001-002

fixing clamp @70 mm, galvanised,

angle plug, wall distance 70 mm,

with distance bush

ITEM NO. 599-001-003

fixing clamp @70 mm, galvanised,

angle plug, wall distance 100 mm

ITEM NO. 599-001-004

fixing clamp @70 mm, glavanised,

straight, with distance tube

ITEM NO. 599-001-016

Tension clamp D70 mm VPE 1 pc.

ITEM NO. 599-001-011

NBR; galvanised; washer

cylinder head screw

ITEM No. 599-001-012

NBR; galvanisedt

ITEM NO. 599-001-010

NBR; galvanised

spacer socket

ITEM NO. 599-001-008

NBR; galvanised, cylinder head screw

washer

ITEM NO. 599-001-022
silicone, A4, cylinder head srew

washer

ITEM NO. 599-001-015
NBR; galvanised; spacer socket

wing screw short

Power supply SELV (IP67)

.

ITEM NO. 213-820-219

Input: 110-240V | 50-60 Hz |

Output: 24V DC | max. 25 W

/] STANDARDS

EN 55015:2016-04

EN 60598-1:2015-10
EN 62031:2015-09

EN 61000-4-4:2013-4
EN 61000-3-2:2015-3
EN 61000-4-5:2015-03
EN 61000-3-2:2017-03
EN 61000-4-2:2009-12
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LumolLED K3

/1 TECHNICAL DATA

ITEM NO.: 591-100-002 o
Operating voltage 230V AC | 50 Hz
Rated output 6 W
Ambient temp. -5°C - max. 40°C
System of protection IP54
Protection class SK1I
Weight 0,62 kg
Protective tube Polycarbonat
Type of lighting Tubular lamp
Scope of application Industrial sector
e

// LIGHT SOURCES /1 ELECTRICAL CONNECTION

Lifetime 30.000 h Type of connection open cable end,

Colour rendering Ra>80 7m Connection cable
Energy eficiency class A ++

Luminous flux 700 Im
Light efficiency 116 Im /W
Light colour 4000 K

/] FEATURES

- Robust, compact & efficient

- Space-saving installation due to slim design

- Low maintenance & service-friendly

- Resistant against the most common coolants and lubricants
- Simple installation and replaceable, if necessary

e



// SHORT OVERVIEW

LUMINOUS/ PROTECTIVE DIMENSIONSI
ITEM NO. VOLTAGE POWER LUMEN TUBE CONNECTION

// TECHNICAL DRAWING

_—

e

/] STANDARDS

EN 55015:2016-04

EN 60598-1:2015-10
EN 62031:2015-09

EN 61000-4-4:2013-4
EN 61000-3-2:2015-3
EN 61000-4-5:2015-03
EN 61000-3-3:2014-03
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LumolLED K2

// TECHNICAL DATA
ITEM NO.: 591-167-021
Operating voltage 24V DC

Rated output 7.2W

Ambient temp. -5°C - max. 40°C
System of protection P67

Protection class SK1I

Weight 1,48 kg
Coverage Borosilicate

Type of lighting Tubular lamp

Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)
Number of LEDs 28 Output voltage 24V DC
Current 03A Output power min. 12 W
Colour rendering Ra>80
Luminous flux 1050 Im II E’.ECTR’CAL CONNECTION
Light efficiency 145Im /W ) .
Connection 5 m connection cable
Light colour 5000 K . .
Internal connection luster terminal, 2-pole
/] FEATURES

- Highly luminous machine tube lamp in miniature

- Place-saving installation due to slim design

- Connection cable, 5 m, included

- Very good light output

- Glare-free illumination due to built-in glare protection

e



// SHORT OVERVIEW

LUMINOUS/ DIMENSIONS/

TYPE ITEM NO. VOLTAGE POWER LUMEN COVERAGE MM

LumoLED K2 | 591-167-021 24V DC 1050 @ 67,5x298,5

CONNECTION

// TECHNICAL DRAWING

298,5
274,5 w
w3

270 ~

675

/1 FIXING / ACCESSORIES (optional)

Power supply SELV (IP67)
ITEM NO. 213-820-219

N
Input: 110-240V | 50-60 Hz
LS

Output: 24V DC | max. 25 W

// STANDARDS

Fixing clamps
ITEM NO. 599-001-001 ITEM NO. 599-001-004 EN 55015:2016-04

Fixing clamp @70 mm, galvanised,
EN 60598-1:2015-10
EN 62031:2015-09

Fixing clamp @70 mm, galvanised,

straight gerade, mit Distanzrohr

ITEM NO. 599-001-016

S Tension clamp D70 mm VPE 1 pc

ITEM NO. 599-001-002
Fixing clamp @70 mm, galvanised,

angle plug, wall clearance 70 mm,

mit distance bush
ITEM NO. 599-001-003
Fixing clamp @70 mm, galvanised,

angle plug, wall clearance 100 mm
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BetalED

Our BetaLED workplace lamps simply get to the point:
with or without arms.

In just a few steps you can quickly and easily direct the light to a specific area.

At first glance, one would not have expected the lamps to be —
that flexible - due to their robust and ,striking” appearance. e By
But believe us: our BetaLED lamps are real space-saving miracles.

Rotatable, swivelling, robust and flexible - a really good combination!
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BetalED G

// TECHNICAL DATA

ITEM NO.: 595-031-001

Operating voltage 24V DC {
Rated output 6x2 W >~
Ambient temp. -5°C - max. 40°C

System of protection 1P65

Protection class SK1I

Weight 3,5kg

Glass plate Borosilicate

Lamp housing Aluminium, lacquered

Type of lighting Articulated lamp
Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 6 Output voltage 24V DC

Current 05A Output power min. 16 W

Luminous flux 1020 Im

Light efficiency 85Im/W II E’.ECTR’CA’. CONNECTION
Hight colour 600K Connection 1,8 m connection cable

/! FEATURES

- Robust aluminium housing

- Handle on the lamp head - secure and quick direction of the light
- Flexible and individual positioning - due to long arms

- lllumination of a specific point

- Further versions (lamp head with switch) available

iy



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER

// TECHNICAL DRAWING

/] FIXING / ACCESSORIES (optional) 210

Power supply SELV (IP67)
ITEM NO. 213-820-219

N~
Input: 110-240V | 50-60 Hz
L

Output: 24V DC | max. 25 W

Fixation plate

ITEM NO. 350-003-060
‘ for rotary base in stainless steel 1.4301

Screw terminal

ITEM NO. 599-001-006

w for rotary base fixing

Magnet

@ 80mm 45x45 with fixing screws

ITEM NO. 599-002-002

Mounting bracket

for rotary base fixing

ITEM NO. 599-001-009

LUMINOUS/ DIMENSIONS/
LUMEN COVERAGE MM CONNECTION

// STANDARDS

EN 55015:2016-04
EN 60598-1:2015-10
EN 62031:2015-09
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BetalED SP

// TECHNICAL DATA
ITEM NO.: 595-032-001
Operating voltage 24V DC

Rated output 6x2 W

Ambient temp. -5°C - max. 40°C
System of protection 1P65

Protection class SK1I

Switch Yes

Weight 1,04 kg

Glass plate Borosilicate
Lamp housing Aluminium, lacquered

Type of lighting Articulated lamp
Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 6 Output voltage 24V DC

Current 05A Output power min. 16 W

Luminous flux 1020 Im

Light efficiency 85Im/W II E’.ECTR’CAL CONNECTION
Light colour 6300K Connection 1,8 m connection cable

/! FEATURES

- Robust aluminium housing

- Easy positioning due to handle on the lamp head
- Spotlight - illumination of a specific point

- Flexible and easy positioning

- Further versions available (lamp head with switch)

e



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE

LUMINOUS/ DIMENSIONS/
POWER LUMEN COVERAGE MM CONNECTION

BetalLED SP 595-032-001 24V DC 1020 40x65x60 1,8m cable

/I TECHNICAL DRAWING

180°

i—L .1~

// FIXING / ACCESSORIES (optional,

Power supply SELV (IP67)
ITEM NO. 213-820-219

~
Input: 110-240V | 50-60 Hz
L

Output: 24V DC | max. 25 W

Fixation plate

ITEM NO. 350-003-060
’ for rotary base in stainless steel 1.4301

// STANDARDS

Screw terminal

ITEM NO. 599-001-006

m for rotary base fixing

EN 55015:2016-04
EN 60598-1:2015-10
EN 62031:2015-09

Magnet

@ 80mm 45x45 with fixing screws

ITEM NO. 599-002-002

Mounting bracket

for rotary base fixing

ITEM NO. 599-001-009
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LedSpot

What can we say about our spotlights?

To put it briefly: Good things come in small packages!
We find that sums it up pretty well!

The place-saving spotlights are real ,power packages”
which reliably provide focused illumination.

All our spots are caracterised by an appealing,

round housing design - extremely robust, straightforward

and captivating through their simple elegance.

There are several versions of TECHMALUX spots available:
from a recessed version to a screw version over a spot made

of stainless steel - all there!

Selected products are equipped with an integrated optical
system which allows an even more precise focused illumination.

This brings us back to the heading of this page:
Our LED spots simply get to the point!

101 |
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LEDSpot

/1 TECHNICAL DATA

ITEM NO.: 595-030-004

24V DC

72W

-5°C - max. 40°C
System of protection 1P20

Operating voltage
Rated output
Ambient temp.

Switch Yes
Protection class SKI

Weight 0,8 kg

Glass plate Borosilicate

Aluminium, anodized
Spotlight
Scope of application Industrial sector

Lamp housing
Type of lighting

// LIGHT SOURCES
Number of LEDs 6

Lifetime >60.000 h
Colour rendering Ra>80
Current 300 mA
Energy efficiency class A ++
Luminous flux 770 Im
Light efficiency 107 Im /W
Light colour 5000 K
/] FEATURES

- Robust aluminium housing

- Compact spotlight with switch
- Connection cable included

- Flexible illumination, tiltable

- Good light output

/1 BALLAST (external)

24V DC
min. 12W

Output voltage
Output power

/1 ELECTRICAL CONNECTION

Connection 2,5 m connection cable

Pin assignment Pin 1: + 24V DC; Pin 2: GND

103 | /



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUITJII\N’ISI:IJSI COVERAGE DIME“I\’II:,IIONSI CONNECTION

LEDSpor | 595020004 | 24V DC 055755 | 25mcabe

// TECHNICAL DRAWING

! : .
M12x1.5 o
g™ Ao

40

21,5

41,5

7155

/] STANDARDS

EN 55015:2016-04
EN 60598-1:2015-10
EN 62031:2015-09

// ACCESSORIES (optional)

Power supply SELV (IP67)
ITEM NO. 213-820-219

\ Input: 110-240 V | 50-60 Hz
-

Output: 24V DC | max. 25 W

\ 104



LEDSpot

/1 TECHNICAL DATA

ITEM NO.: 595-030-005

24V DC

72W

-5°C - max. 40°C
System of protection P67

Operating voltage
Rated output
Ambient temp.

Protection class SKI
Weight 0,275 kg
Glass plate Borosilicate

Lamp housing Aluminium, anodized

Type of lighting Built-in lamp

Beam angle 20°
// LIGHT SOURCES /1 BALLAST (external)
Number of LEDs 6 Output voltage 24V DC
Lifetime >60.000 h Output power min. 12 W
Colour rendering Ra>80
Current 300 mA I I ELE CTR’ CA’. CONNE CTI ON
Energy efficiency class A+ .
) Type of connection Flange plug M12x1, A-coded
Luminous flux 700 Im i ) . .
] o Pin assignment Pin 1: + 24V DC; Pin 2: GND
Light efficiency 97 Im/W
Light colour 3000 K
/] FEATURES

- Practical recessed version

- Low heat level of the luminaire

- Low maintenance & service-friendly
- Quick and easy installation

- Ideal illumination of the workplace - optics 20°

105 | /



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER

// TECHNICAL DRAWING

| 080 ]

B4l

[ 3x04.5)

// ACCESSORIES (optional)

Power supply SELV (IP67)
ITEM NO. 213-820-219

=~
Input: 110-240V | 50-60 Hz
L

Output: 24V DC | max. 25 W

Cable box
4 pol. M12x1-A

plastic locking, IP67
ITEM NO. 213-080-058

LUMINOUS/

COVERAGE

DIMENSIONS/

PLUG

MM

/] STANDARDS

EN 55015:2016-04
EN 60598-1:2015-10
EN 62031:2015-09
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LEDSpot

/1 TECHNICAL DATA

screw version

ITEM NO.: 595-030-006

24V DC

72W

-5°C - max. 40°C
System of protection P67

Operating voltage
Rated output
Ambient temp.

Protection class SK1I

Weight 0,356 kg

Glass plate Borosilicate

Lamp housing Aluminium, anodized

Type of lighting Spotlight

Beam angle 20°

// LIGHT SOURCES /1 BALLAST (external)

Number of LEDs 6 Output voltage 24V DC

Lifetime >60.000 h Output power min. 12 W

Colour rendering Ra>80

Current 300 mA I I E’.E CTR’ CA’. CONNE CTI ON

Energy efficiency class A ++ .

Lurminous filx 770 Im T}/pe of connection FI'ange plug M12xj|, A-coded

] o Pin assignment Pin 1: + 24V DC; Pin 2: GND

Light efficiency 107 Im /W

Light colour 5000 K " 3
)

/] FEATURES

- Robust aluminium housing

- Compact and efficient - great spotlight

- Practical screw version

- Protection against temporary submersion
- M12 plug connector

107 | /



// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUITJII\N’ISI:IJSI COVERAGE DIMENSIONS/ PLUG

MM
// VARIATIONS

TYPE ITEMNO.  VOLTAGE POWER "Um'h'\'ngl\ll’s’ COVERAGE D'MEI\'\,'I:,'IONS’ CONNECTION

// TECHNICAL DRAWING
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. /1 STANDARDS
/1 ACCESSORIES (optional)
Power supply SELV (IP67) EN 55015:2016-04
ITEM NO. 213-820-219 EN 60598-1:2015-10

\ Input; 110-240V | 50-60 Hz EN 62031:2015-09
"y

Output: 24V DC | max. 25 W

Cable box
4 pol. M12x1-A

plastic locking, IP67
ITEM NO. 213-080-058
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LEDSpot i

// TECHNICAL DATA

ITEM NO.: 595-030-009

Operating voltage 24V DC

Rated output 72W

Ambient temp. -5°C - max. 40°C

System of protection P67

Protection class SK1I

Weight 0,95 kg

Schutzscheibe PMMA

Lamp housing Stainless steel

Type of lighting Spotlight

Beam angle 20°

// LIGHT SOURCES /1 BALLAST (external)
Number of LEDs 6 Output voltage 24V DC
Lifetime >60.000 h Output power min. 12W
Colour rendering Ra>80

Current 300 mA I I E’.ECTR’CA’. CONNECTION

Energy efficiency class A ++ .
Type of connection Flange plug M12x1, A-coded

Luminous flux 770 Im i i . .
] o Pin assignment Pin 1: + 24V DC; Pin 2: GND
Light efficiency 107 Im /W
Light colour 5000 K " 3
@
/] FEATURES

- Robust stainless steel housing

- Connection to machine voltage 24 V DC

- High-quality stainless steel version - ideal for use e.g. in the
food sector

- M12 plug connector

109 | /



// SHORT OVERVIEW

LUMINOUS/ LIGHT DIMENSIONSI
TYPE ITEM NO. VOLTAGE POWER LUMEN COLOUR COVERAGE PLUG

I T T T O T I 2 N
// VARIATIONS
LUMINOUS/ LIGHT DIMENSIONSI

TYPE ITEM NO. VOLTAGE POWER LUMEN COLOUR COVERAGE PLUG

LED Spot | 595030.010 | 24VDC | 72W | 770 | 3000k | PwMA | @swass | w2 |

// TECHNICAL DRAWING
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. // STANDARDS
// ACCESSORIES (optional)
Power supply SELV (IP67) EN 55015:2016-04
ITEM NO. 213-820-219 EN 60598-1:2015-10

\ Input: 110-240V | 50-60 Hz EN 62031:2015-09
i

Output: 24V DC | max. 25 W

Cable box
4 pol. M12x1-A

plastic locking, IP67
ITEM NO. 213-080-058




MonoLE

The name says it all: one LED installed in a robust housing with a flexible
gooseneck arm which can be adjusted quickly and easily - that's the MonoLED.

With our MonoLED you can focus the light wherever you need it.
However, its applications are not just restricted to classical fields,
like e.g. plant and mechanical engineering.

At smaller workplaces, too, like e.g. inspection workstations,

the MonoLED provides focused illumination of the workplace.

The flexible gooseneck arm allows you to manually and easily
direct the compact lamp head to the desired position.

Within the product series we offer two different operating
voltages - 24V DC and 230 V AC.

Our MonoLED lamps are flexible, robust and reduced to the
essentials - or simply put: our MonoLED are quite convenient!

11 |






MonolLED

/1 TECHNICAL DATA

ITEM NO.: 596-026-001

Operating voltage 230V AC | 50 Hz
Rated output 3w
-5°C - max. 40°C
System of protection 1P65

Ambient temp.

Switch Yes
Protection class SKII
Weight 1,1kg
Beam angle 15°

Type of lighting Gooseneck lamp

Scope of application Industrial sector

// LIGHT SOURCES

Number of LEDs 1
280 Im
5500 K

Luminous flux

Light colour

/] FEATURES

/1 BALLAST (internal)

Constant current 700 mA

Output voltage 3-4VDC

/1 ELECTRICAL CONNECTION
Cable gland M16 x 1,5 PA

Connection Connection cable 1,8 m

Internal connection luster terminal

- Adjustable workplace lamp - flexible gooseneck arm

- Focused illumination of the workplace
- Connection to 230V

- LED lamp

- Connection cable included

113 | /



// SHORT OVERVIEW

ARM-
TYPE ITEM NO. VOLTAGE POWER LUITJII\N’I(E)I:IJSI LENGTH/ BEAM ANGLE SUPPLY LINE

MM

// TECHNICAL DRAWING
>~
‘9% ‘ 500

// STANDARDS
EN 55015:2016-04
EN 60598-1:2015-10
EN 62031:2015-09
EN 61000-4-4:2013-4

// FIXING (optional) EN 61000-3-2:2015-3
EN 61000-4-5:2015-03

Screw terminal EN 61000-3-3:2014-03

Hole spacing 50 x 50 mm
ITEM NO. 213-720-031
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MonolLED

/1 TECHNICAL DATA

ITEM NO.: 596-026-002

Operating voltage 24V DC

Rated output 5W

-5°C - max. 40°C
System of protection 1P65

Ambient temp.

Switch Yes
Protection class SK I
Weight 0,67 kg
Beam angle 15°
Coverage Glas

Type of lighting Gooseneck lamp

Scope of application Industrial sector

// LIGHT SOURCES

Number of LEDs 1
280 Im
5500 K

Luminous flux

Light colour

/] FEATURES

- Focused illumination of the workplace
- Flexibility & mobility

- Connection to machine voltage 24 V DC
- Light colour 5500 K

- Connection cable included

/1 BALLAST (external)

Output voltage 24V DC

Output power min. 10 W

/! ELECTRICAL CONNECTION
Cable gland M16 x 1,5 PA

Connection Connection cable 1,8 m

Internal connection luster terminal
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// SHORT OVERVIEW

ARM-
TYPE ITEM NO. VOLTAGE POWER LUIT’II\N’ISI:IJSI LENGTH/ BEAM ANGLE SUPPLY LINE
MM
// TECHNICAL DRAWING
.0‘_%'
8
1 . d |
- 50 -
// STANDARDS
// FIXING / ACCESSORIES (optional) EN 55015:2016-04
EN 60598-1:2015-10
Power supply SELV (IP67)
ITEM NO. 213-820-219 EN 62031:2015-09
~ e EN 61000-4-4:2013-4
Input: 110-240V | 50-60 Hz
\K EN 61000-3-2:2015-3
Output: 24V DC | max. 25 W
EN 61000-4-5:2015-03
Screw terminal EN 61000-3-3:2014-03

Hole spacing 50 x 50 mm
ITEM NO. 213-720-031
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PolyLED

What slightly resembles a camera is in reality our popular PolyLED lamp.

.Poly” means ,more”, ,diverse”, ,a lot".
Which also applies to our lamp series.

Our PolyLED can do MORE! More than many other workplace lamps:

it is rotatable, swivelling, tiltable. The convenient handle at the

lamp head allows you to direct the light exactly where you need it.

The optics of 20° ensures focused illumination directly on to a specific point.

Our PolyLED is DIVERSE - or let us say , different”: Due to the combination of
a robust housing and a relatively ,warm" light colour of 3000 K, the PolyLED
creates a pleasant blend of hard and soft. A resistant body and light which
provides a pleasant work environment - that's how it should be!

Finally, it may be concluded: our PolyLED simply can do a LOT!
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PolyLED SP

/1 TECHNICAL DATA

ITEM NO.: 595-011-010

Operating voltage 24V DC

Rated output 7.2W

Ambient temp. -5°C - max. 40°C
System of protection P67

Protection class SK1I

Weight 1,46 kg

Coverage Tempax

Lamp housing Aluminium, anodized

Type of lighting Articulated lamp
Scope of application Industrial sector

// LIGHT SOURCES /1 BALLAST (external)
Number of LEDs 6 Output voltage 24V DC
Beam angle 20° Output power min. 12 W
Current 300 mA
Lifetime > 60.000 h /] ELECTRICAL CONNECTION
Luminous flux 700 Im

] o Cable gland M16 x 1,5 PA
Light efficiency 97Im/W . .

Internal connection Luster terminal

Light colour 3000 K
/! FEATURES

- Robust aluminium lamp housing

- Practical handle at the lamp head

- Rotatable and tiltable - flexible illumination

- Connection to machine voltage 24 V DC

- Various accessories available - for even more flexibility
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// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER LUITJII\N’ISI:IJSI COVERAGE DIME“I\’II:,IIONSI CONNECTION

PONLEDSP | 595011-010 | 24 DC 23318360 | cablegond

// TECHNICAL DRAWING
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. /1 STANDARDS
// FIXING / ACCESSORIES (optional)
Power supply SELV (IP67) Fixation plate EN 55015:2016-04
; ITEM NO. 213-820-219 ITEM NO. 350-003-060 EN 60598-1:2015-10
\ Input: 110-240V | 50-60 Hz | ‘ for rotary base in stainless steel 1.4301
"= output: 24V DC | max.25W
Screw terminal Magnet
ITEM NO. 599-001-006 213-720-005

U for rotary base fixing . @ 80mm
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PolyLED SP

/1 TECHNICAL DATA

ITEM NO.: 595-011-011

Operating voltage 230V AC | 50 Hz

Rated output 20W

Ambient temp. -5°C - max. 40°C
System of protection P67

Protection class SK1

Weight 1,77 kg

Coverage Tempax

Lamp housing Aluminium, anodized

Type of lighting Articulated lamp

Scope of application Industrial sector

// LIGHT SOURCES // ELECTRICAL CONNECTION

Number of COB 1 Cable gland M16x 1,5 PA
Beam angle 60° Type of connection luster terminal
Colour rendering Ra=90 Internal electrical lines  Multinorm wires
Luminous flux 1900 Im

Light colour 4000 K

/] FEATURES

- Robust aluminium housing

- lllumination directly on to a point - rotatable and tiltable head
- Quick positioning of the lamp via practical handle

- Connection to 230 V AC

- Resistant against common coolants and lubricants

121 | /



// SHORT OVERVIEW

ITEM NO. VOLTAGE POWER LUIT’II\N’ISI:IJSI COVERAGE DIMENSIONSI CONNECTION

POLED SP | 595-011-011 230 VAC - 1900 [SLTSS/ 233x183x60 cable gland

/1 VARIATIONS

LUMINOUS/ DIMENSIONS/

ITEM NO. VOLTAGE POWER LUMEN COVERAGE CONNECTION

POLEDSP | 595:011-012 | 230VAC - 1900 ey 233x183x60 cable gland

POyLEDSP | 595011-013 | 230V AC - 1900 e 350x350x90 cable gland

// TECHNICAL DRAWING

- 183 -
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// STANDARDS

/1 FIXING (optional) - -

Fixation plate Magnet EN 55015:2016-04
ITEM NO. 350-003-060 213-720-005 EN 60598-1:2015-10
. for rotary base in Stainless steel 1.4301 . ©80mm EN 62031:2015-09

Screw terminal

ITEM NO. 599-001-006

@ for rotary base fixing

,!
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GmbH TECHMALUX®

// SPECIAL SOLUTIONS

The term ,machine” s very versatile, as versatile as our line of TECHMALUX machine lamps. Our various lamps correspond to the individual require-
ments of our customers and the respective applications. You still have not found a suitable product in our overview?

Please contact us - together we will find a lamp that suits your needs!



DIRECTIONS / LOCATION

// GETTING TO FKB GMBH

Oberndorf is located in the Neckar valley between the Black

Forest and the Swabian Alb close to the motorway A 81, which is
connecting Stuttgart and the Western Lake Constance, and has its
own interchange. It is also situated on the main road B 14 between
Rottweil and Horb.

There are railway links to all major cities in the surroundings as well
as to Switzerland and to Italy.

Frankfurt Wiirzburg
A

A

O Karlsruhe O stuttgart
P Miinchen

A 81
StraBburg (F) Freudenstadt
o o
Oberndorf
A5 Oberndort
o Freiburg 4Stockach

' <
Basel (CH) %nog\en
»

Schaffhausen (CH)

// PLANT 1




GmbH

FEINWERKTECHNIK
KUNSTSTOFFVERARBEITUNG
BELEUCHTUNGSTECHNIK

Wehrstrasse 15/27
D-78727 Oberndorf

Tel.: +49 (0) 7423/9298-0
Fax: +49 (0) 7423/9298-57

LICHT@FKB-GMBH.COM
WWW.FKB-GMBH.COM
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