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What can we say about our spotlights?

The place-saving spotlights are real „power packages“  
which reliably provide focused illumination.

All our spots are caracterised by an appealing,  
round housing design – extremely robust, straightforward  
and captivating through their simple elegance.

There are several versions of TECHMALUX spots available:  
from a recessed version to a screw version over a spot made  
of stainless steel – all there!

Selected products are equipped with an integrated optical  
system which allows an even more precise focused illumination.  
This brings us back to the heading of this page:
Our LED spots simply get to the point!
 
 
 
 

// 12 LEDSPOT   
PRODUCT SERIES
OUR SPOTS GET TO THE POINT!

LedSpot
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LEDSpot 3x3 W

// TECHNICAL DATA

Operating mode Constant current 700 mA 

Rated output   9 W     

Ambient temp. -5°C - max. 40°C   

System of protection IP67     

Protection class SK II 

Weight   0,48 kg 

Glass plate  Borosilicate 

Lamp housing  Aluminium, anodized 

Type of lighting Spotlight 

Beam angle  10° 

ITEM NO.: 595-030-003

// LIGHT SOURCES
Number of LEDs 3  

Lifetime   50.000 h 

Colour rendering Ra > 75 

Current   700 mA 

 560 lm 

62 lm / W 

Light colour  6000 K 

 

 

 

// ELECTRICAL CONNECTION
Connection  2 m connection cable 

// FEATURES
- Easy, quick and simple mounting 

- Connection cable included 

- Flexibility – tiltable! 

- Small & compact 

- Light colour 6000 K

 

// BALLAST (external)
Output voltage  10,2 V - 12,3 V  

   at 700mA Constant current
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// SHORT OVERVIEW

TYPE ITEM NO.
CONSTANT 

CURRENT
POWER

LUMINOUS/ 

LUMEN 
COVERAGE

DIMENSIONS/

MM
CONNECTION

LED Spot 3x3 595-030-003 700 mA 9 W 560 Borosilicate Ø55x75,5 2 m cable

// TECHNICAL DRAWING

EN 55015:2016-04 

EN 60598-1:2015-10 

EN 62031:2015-09 

 

 

 

// STANDARDS

// ACCESSORIES (optional) 
LED-converter  

ITEM NO. 213-820-201 

700 mA  220-240 V | 50-60Hz 

145 x 22 x 22 mm  
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LEDSpot 

// TECHNICAL DATA

Operating voltage 24 V DC 

Rated output   7,2 W     

Ambient temp. -5°C - max. 40°C   

System of protection IP20     

Protection class SK II 

Weight   0,8 kg 

Glass plate  Borosilicate 

Lamp housing  Aluminium, anodized 

Type of lighting Spotlight 

Scope of application Industrial sector 

ITEM NO.: 595-030-004

// LIGHT SOURCES
Number of LEDs 6  

Lifetime   > 60.000 h 

Colour rendering Ra > 80 

Current   300 mA 

 A ++ 

 770 lm 

107 lm / W 

Light colour  5000 K 

 

 

 

// ELECTRICAL CONNECTION
Connection  2,5 m connection cable 

Pin assignment  Pin 1: + 24 V DC; Pin 2: GND 

// FEATURES
- Robust aluminium housing 

- Compact spotlight with switch 

- Connection cable included 

- Flexible illumination, tiltable 

- Good light output

 

// BALLAST (external)
Output voltage  24 V DC 

Output power  min. 12 W
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// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER
LUMINOUS/ 

LUMEN 
COVERAGE

DIMENSIONS/

MM
CONNECTION

LED Spot 595-030-004 24 V DC 7,2 W 770 Borosilicate Ø55x75,5 2,5 m cable

// TECHNICAL DRAWING

EN 55015:2016-04 

EN 60598-1:2015-10 

EN 62031:2015-09 

 

 

 

// STANDARDS

// ACCESSORIES (optional) 

Power supply SELV (IP67)   

ITEM NO. 213-820-219 

Input: 110-240 V | 50-60 Hz 

Output: 24 V DC | max. 25 W 
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LEDSpot 

// TECHNICAL DATA

Operating voltage 24 V DC 

Rated output   7,2 W     

Ambient temp. -5°C - max. 40°C   

System of protection IP67     

Protection class SK II 

Weight   0,275 kg 

Glass plate  Borosilicate 

Lamp housing  Aluminium, anodized 

Type of lighting Built-in lamp 

Beam angle  20° 

ITEM NO.: 595-030-005

// LIGHT SOURCES
Number of LEDs 6  

Lifetime   > 60.000 h 

Colour rendering Ra > 80 

Current   300 mA 

 A + 

 700 lm 

97 lm / W 

Light colour  3000 K 

 

 

 

// ELECTRICAL CONNECTION
Type of connection Flange plug M12x1, A-coded 

Pin assignment  Pin 1: + 24 V DC; Pin 2: GND 

// FEATURES
- Practical recessed version 

- Low heat level of the luminaire 

- Low maintenance & service-friendly 

- Quick and easy installation 

- Ideal illumination of the workplace – optics 20°

 

// BALLAST (external)
Output voltage  24 V DC 

Output power  min. 12 W
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// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER
LUMINOUS/ 

LUMEN 
COVERAGE

DIMENSIONS/

MM
PLUG

LED Spot 595-030-005 24 V DC 7,2 W 700 Borosilicate Ø55x75,5 M12

// BEFESTIGUNG / ZUBEHÖR (optional) 

// TECHNICAL DRAWING

EN 55015:2016-04 

EN 60598-1:2015-10 

EN 62031:2015-09 

 

 

 

// STANDARDS

Netzteil SELV   

Art.Nr.  213-820-212 

Eingang: 220-240 V | 0-60 Hz |Ausgang: 24 V DC | max. 40 W 

Schutzart IP 66 

 

Kabeldose  

4 pol. M12x1-A 

 

Art.Nr.    213-080-058 

// ACCESSORIES (optional) 
Power supply SELV (IP67)   

ITEM NO. 213-820-219 

Input: 110-240 V | 50-60 Hz 

Output: 24 V DC | max. 25 W 

 

Cable box  

4 pol. M12x1-A 

plastic locking, IP67 

ITEM NO. 213-080-058 



109 |

LEDSpot 

// TECHNICAL DATA

Operating voltage 24 V DC 

Rated output   7,2 W     

Ambient temp. -5°C - max. 40°C   

System of protection IP67     

Protection class SK II 

Weight   0,356 kg 

Glass plate  Borosilicate 

Lamp housing  Aluminium, anodized 

Type of lighting Spotlight 

Beam angle  20° 

ITEM NO.: 595-030-006

// LIGHT SOURCES
Number of LEDs 6  

Lifetime   > 60.000 h 

Colour rendering Ra > 80 

Current   300 mA 

 A ++ 

 770 lm 

107 lm / W 

Light colour  5000 K 

 

 

 

// ELECTRICAL CONNECTION
Type of connection Flange plug M12x1, A-coded 

Pin assignment  Pin 1: + 24 V DC; Pin 2: GND 

// FEATURES
- Robust aluminium housing 

 

- Practical screw version 

- Protection against temporary submersion 

- M12 plug connector

 

// BALLAST (external)
Output voltage  24 V DC 

Output power  min. 12 W
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// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER
LUMINOUS/ 

LUMEN 
COVERAGE

DIMENSIONS/

MM
PLUG

LED Spot 595-030-006 24 V DC 7,2 W 770 Borosilicate Ø55x75,5 M12

// TECHNICAL DRAWING

EN 55015:2016-04 

EN 60598-1:2015-10 

EN 62031:2015-09 

 

 

 

// STANDARDS
// ACCESSORIES (optional) 
Power supply SELV (IP67)   

ITEM NO. 213-820-219 

Input: 110-240 V | 50-60 Hz 

Output: 24 V DC | max. 25 W 

 

Cable box  

4 pol. M12x1-A 

plastic locking, IP67 

ITEM NO. 213-080-058 

// VARIATIONS

TYPE ITEM NO. VOLTAGE POWER
LUMINOUS/ 

LUMEN 
COVERAGE

DIMENSIONS/

MM
CONNECTION

LED Spot 595-030-007 24 V DC 7,2 W 770 Borosilicate Ø 55x75,5 cable, 5m

LED Spot 595-030-008 24 V DC 7,2 W 770 PMMA Ø 55x75,5 M12
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LEDSpot 

// TECHNICAL DATA

Operating voltage 24 V DC 

Rated output   7,2 W     

Ambient temp. -5°C - max. 40°C   

System of protection IP67     

Protection class SK II 

Weight   0,95 kg 

Schutzscheibe  PMMA 

Lamp housing  Stainless steel 

Type of lighting Spotlight 

Beam angle  20° 

ITEM NO.: 595-030-009

// LIGHT SOURCES
Number of LEDs 6  

Lifetime   > 60.000 h 

Colour rendering Ra > 80 

Current   300 mA 

 A ++ 

 770 lm 

107 lm / W 

Light colour  5000 K 

 

 

 

// ELECTRICAL CONNECTION
Type of connection Flange plug M12x1, A-coded 

Pin assignment  Pin 1: + 24 V DC; Pin 2: GND 

// FEATURES
- Robust stainless steel housing 

- Connection to machine voltage 24 V DC 

- High-quality stainless steel version – ideal for use e.g. in the 

   food sector 

- M12 plug connector

 

// BALLAST (external)
Output voltage  24 V DC 

Output power  min. 12 W
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// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER
LUMINOUS/ 

LUMEN 
COVERAGE

DIMENSIONS/

MM
PLUG

LED Spot 595-030-009 24 V DC 7,2 W 770 PMMA Ø55x73,3 M12

// TECHNICAL DRAWING

EN 55015:2016-04 

EN 60598-1:2015-10 

EN 62031:2015-09 

 

 

 

// STANDARDS
// ACCESSORIES (optional) 
Power supply SELV (IP67)  

ITEM NO. 213-820-219 

Input: 110-240 V | 50-60 Hz 

Output: 24 V DC | max. 25 W 

 

Cable box  

4 pol. M12x1-A 

plastic locking, IP67 

ITEM NO. 213-080-058 

// VARIATIONS

TYPE ITEM NO. VOLTAGE POWER
LUMINOUS/ 

LUMEN 
COVERAGE

DIMENSIONS/

MM
PLUG

LED Spot 595-030-010 24 V DC 7,2 W 770 PMMA Ø 55x75,5 M12


