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You should not be misled by the product name! Our MiniLED7 lamp is great!  
It features an aluminium housing, 300 LEDs and thus has an extremely high 
light output. Moreover, this lamp provides a good price-performance ratio.  
So far, so great.

However, if one takes a closer look, one can still discern some features that 
can be categorized as „mini“:
For example, the extreme lightweight of only about 300 grams and an  
installation height of only around 13 mm.

On the next page we present to you the standard design of our MiniLED7. 
 

Especially convenient: the MiniLED can be mounted quickly and easily  
via the existing end caps.

 
 
 
 

// 07 MINILED  

HIGHLY LUMINOUS FEATHERWEIGHT! 

MiniLED7
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MiniLED7/001015

// TECHNICAL DATA

Operating voltage 24 V DC  

Rated output   24 W     

Ambient temp. -5°C - max. 40°C   

System of protection IP20     

Protection class SK II 

Weight   0,312 kg 

Coverage  Polycarbonat 

Lamp housing  Aluminium, anodized 

Type of lighting Hydraulic lift lamp 

Scope of application Industrial sector 

ITEM NO.: 593-001-015

// LIGHT SOURCES

Number of LEDs 300 

Current   1 A 

Colour rendering Ra > 80 

 840 lm 

35 lm / W 

Light colour  4000 K 

 

 

 

// ELECTRICAL CONNECTION

Type of connection via open cable end 

  

// FEATURES
- Aluminium housing – good heat dissipation possible 

- Light emitted over the entire width of the lamp 

- Low maintenance & service-friendly 

- Very light, compact LED lamp 

- Very good price-performance ratio

 

// BALLAST (external)

Output voltage  24 V DC 

Output power   min. 29 W
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// SHORT OVERVIEW

TYPE ITEM NO. VOLTAGE POWER
LUMINOUS/ 

LUMEN 
COVERAGE

DIMENSIONS/

MM
CONNECTION

MiniLED7 593-001-015 24 V DC 24 W 840 PC 2618x13x20 open cable end

// TECHNICAL DRAWING

EN 55015:2016-04 

EN 60598-1:2015-10 

EN 6100:2013-04 

EN 61000-4-2: 2009-12 

 

 

// STANDARDS

// ACCESSORIES (optional) 

Power supply SELV (IP66)  

ITEM NO. 213-820-212 

Input: 220-240 V | 0-60 Hz 

Output: 24 V DC | max. 40 W 

 

// VARIATIONS

TYPE ITEM NO. VOLTAGE POWER
LUMINOUS/ 

LUMEN 
COVERAGE

DIMENSIONS/

MM
CONNECTION

MiniLED7 593-001-006 24 V DC 13,44 W 1680 PC 588x13x20 open cable end

MiniLED7 593-001-020 24 V DC 16,6 W 1290 PC 1270x13x20 open cable end

MiniLED7 593-001-021 24 V DC 20,2 W 1580 PC 1500x13x20 open cable end

MiniLED7 593-001-030 24 V DC 4,7 W 630 PC 288x13x20 open cable end

MiniLED7 593-001-032 24 V DC 4,7 W 630 potting 288x13x20 open cable end


